3GPP TSG-SA5 (Telecom Management)
S5-058625
Meeting #42bis, Sophia-antipolis, FRANCE, 27 June - 1 July 2005
Source:
China Mobile 

(liangshuangchun@bcdi.com.cn; liyewen@chinamobile.com )

Title:
Use Case for the number of RAB at the Iu release request for PS domain 
Agenda Item:


	Decision
	

	Discussion
	X

	Information
	


Document for:

	Late submission
	


Work Item:
OAM-NIM
WT addressed

Specs involved:

1
Decision/action requested

Introduce the counters for the number of RAB at the Iu release request for PS domain into 3GPP Specifications – Use Case

2 References
N/A

3
Rationale
The number of RAB at the Iu release request for PS domain reflects the service drop rate per type that are important indicators for operator to analyze the network performance. The statistic granularity is UTRAN cell, because the operator needs to know the network performance at UTRAN cell level, then it is convenient to optimise the network, such as adjust the cell capacity or coverage according to this counter.
4
Consequences and implications
If the counters are not accept, we can not learn and analyse the number of RAB release request by RNC for PS domain accurately, which is an important part of network performance indicators.

5
Issues of discussion

Introduce the counters for the number of RAB at the Iu release request for PS domain into 3GPP Specifications.




















































