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Change in Clause 2

2
References

The following documents contain provisions, which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 32.302: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service (IS)".

[4]
3GPP TS 32.312: "Telecommunication management; Generic Integration Reference Point (IRP) management; Information Service (IS)".

[5]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[6]
 3GPP TS 32.672: "Telecommunication management; Configuration Management (CM); State Management Integration Reference Point (IRP): Information Service (IS)".

 [7]
ITU-T Recommendation X.710 (1997): "Information technology - Open Systems Interconnection - Common Management Information Service".

[8]
ITU-T Recommendation X.721 (1992): "Information technology - Open Systems Interconnection - Structure of Management Information: Definition of management information".

[9]
ITU-T Recommendation X.730 (1992): "Information technology - Open Systems Interconnection - Systems Management: Object Management Function".

[10]
ITU-T Recommendation X.733 (1992): "Information technology - Open Systems
Interconnection - Systems Management: Alarm reporting function".

[11] - [12]
Void.

[13]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".

[14]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".

[15]
ITU-T Recommendation X.720: "Information technology - Open Systems Interconnection - Structure of management information: Management information model".

[16]
3GPP TS 32.623: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)".

[17]
3GPP TS 32.643: "Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)".

[18]
3GPP TS 32.642:  "Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[19]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".
[20]
3GPP TS 32.311: "Telecommunication management; Generic Integration Reference Point (IRP) management: Requirements.
End of change in Clause 2

Change in Clause 7.3.1.1

7.3.1.1
Definition

When the IRPManager invokes getNRMIRPVersion to find out the Network Resource IRP SS document versions (IRPVersions) supported by the IRPAgent, the IRPAgent shall respond, via the versionNumberList output parameter, with a list of supported Network Resource IRPversions.  The rule for deriving the IRP document version number string is defined in TS 32.311 [20]. An example of this return value can contain two IRPVersions, where one indicates the 3GPP Generic Network Resource IRPVersion (e.g. "32.623 V4.2" in case of CORBA implementation) while the other indicates the 3GPP UTRAN Network Resource IRPVersion (e.g. "32.643 V4.1" in case of CORBA implementation).

It is expected that vendors may provide vendor-specific extended capabilities and features (VSE) that are based on a 3GPP published specification. It is further expected that the vendor will publish these VSE in a document with an unambiguous identification.  

If an IRPAgent does not support VSE, the vSEVersionNumberList parameter shall contain no information. 

If an IRPAgent supports VSE, the vSEVersionNumberList parameter shall contain identification of one or more documents published by the vendor. The versionNumberList shall contain the IRPVersions indicating the 3GPP Network Resource IRP specifications on which the VSE is based. The versionNumberList may only identify IRPVersions that are consistent with the requirements of clause 4.2 of the present document and similar requirements statements in all CM and Network Resource IRPs. The convention to identify the vendor-specific document is not a subject of the present document. It is recommended that the identification should include (a) the 3GPP IRPVersion on which the VSE is based (b) the name of the vendor and (c) the identification of the VSE document and/or its version. The inclusion of the part-(b) is to avoid possible name conflict in a multi-vendor environment. An example would be "32.642 V4.0 Ericsson v.1". This sample indicates the identification of a document published by Ericsson that specifies a list of VSE that is based on the TS 32.642 V4.0.x. Note in this example, the IRPVersion "32.642 V4.0" shall also be present in the versionNumberList.

The lists returned by versionNumberList and vSEVersionNumberList shall not contain duplicates. 

End of change in Clause 7.3.1.1

Change in Annex A

Annex A (normative):
Notification/Event Types 

The Notification IRP: Information Service (3GPP TS 32.302 [3]) defines an attribute called notificationType that shall be present in all notifications. The present document defines an attribute called eventType that shall be present in all CM notifications defined herein. The mapping of this eventType to the notificationType is that they are semantically equal for the CM notifications. Thus, the event types described below shall be mapped to the notificationType of the notification header.
This annex lists and explains Event Types used by Kernel CM IRP and then lists the Event Types valid for each notification in this IRP.

Encoding of eventType is Solution Set dependent. For example, the value of eventType may be encoded as an Object Identifier in the CMIP SS and as a numeric string in the CORBA SS.

The following tables may be extended in the future. 

Table A.1: Event Types
	Event Types
	Explanation

	Object creation 
	A notification of this type indicates that a new managed object instance has been created (as defined in ITU-T Recommendation X.721 [8] and ITU-T X.730 [9]).

	Object deletion 
	A notification of this type indicates that a managed object instance has been deleted (as defined in ITU-T Recommendation X.721 [8] and ITU-T Recommendation X.730 [9]).

	Attribute value change
	A notification of this type indicates that the value(s) of one or more attributes have changed (as defined in ITU-T Recommendation X.721 [8] and ITU-T Recommendation X.730 [9]).

	CM synchronization recommended
	A notification of this type informs NM that part of or the whole configuration information of the managed system should be synchronized.

	State change
	A notification of this type indicates that the state and/or status of a managed object instance have changed (in part based on definitions from X.721 [8] and using state/status definitions from 3GPP TS 32.672 [6]).


Table A.2: Event types applicable to each Notification

	Notification
	Event Type

	notifyObjectCreation
	Object creation 

	notifyObjectDeletion
	Object deletion 

	notifyAttributeValueChange
	Attribute value change 

	notifyCMSynchronizationRecommended
	CM synchronization recommended

	notifyStateChange
	State change 


End of change in Annex A

End of document
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