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 Change in Clause 6.3.3

6.3.3
Operation exportLogRecords (O)

Support for this operation is mandatory if getLogRecords is not supported.

6.3.3.1
Definition

Using this operation, an IRPManager can initiate export of all or part of a log into a file. This file than is being transferred to the IRPManager using the File Transfer IRP (note also that the FTIRP is providing the file location to the IRPManager).
6.3.3.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	logSubscriptionId
	M
	Log.logSubscriptionId
	See subclause 5.5.1

	notificationCategories
	O
	Log.notificationCategories 
	See subclause 5.5.1

	filter
	O
	Log.filterLog.filter
	See subclause 5.5.1


6.3.3.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	fileToken
	M
	--
	This identifier shall be used as the <specificIRP_extension> that is part of the file name whose convention is defined in Appendix A: File Name Convention of [8].  The file in question captures the exported log records.  FTIRP issues notifyFileReady when the file in question is ready for retrieval by IRPManager.  The notifyFileReady carries the name of the file in question.
This fileToken shall not contain the symbol <separator> defined in Appendix A: File Name Convention of [8].
This parameter shall contain no information if status is NoMatchingLogRecordFound or OperationFailed.


	status
	M
	ENUM (OperationSucceeded, NoMatchingLogRecordFound, OperationFailed)
	If input parameters are valid and operation was successful, status = OperationSucceeded.

If input parameters are valid and operation was successful but no matching log records are found, status = NoMatchingLogRecordFound.

If operation_failed is true, status = OperationFailed.


6.3.3.4
Pre-condition

There are no pre-conditions, other than those established by the generic rules (see subclause 6.2).
6.3.3.5
Post-condition

exportProcessStarted
	Assertion Name
	Definition

	exportProcessStarted
	The export process has started.  The log may be empty or the Log may not contain log records that satisfy the criteria of input parameters notificationCategories and filter.


6.3.3.6
Exceptions

	Exception Name
	Definition

	export_failed
	
Condition: Pre-condition is true AND post-condition is false.
Returned Information: The output parameter status. 

Exit state: Entry state.

	operation_failed
	Condition: Pre-condition is true AND post-condition is false.
Returned Information: The output parameter status. 

Exit state: Entry state.


End of Change in Clause 6.3.3
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