3GPP TSG-SA5 (Telecom Management)
S5-056546r1
Meeting #43, Bordeaux, FRANCE, 29 Aug - 2 Sep 2005

Source:
SA5 (Telecom Management)
Title:
Proposals on Notification IRP WSDL-SOAP SS
Agenda Item:
SuM IRP WSDL/SOAP SS

	Decision
	X

	Discussion
	X

	Information
	


Document for:

	Late submission
	


Work Item:
Rel-7 OAM7-NIM
WT addressed
WT49
Specs involved:
32.xx7

1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
This contribution is expected to be discussed and agreed by SA5.

2
References

3 Rationale
3GPP defines Notification IRP for IRPManager to manage notification subscription to IRPAgent. In CORBA SS, CORBA Notification service is used for IRPManager and IRPAgent to transmit notification across Itf-N.

3GPP is discussing Notification IRP WSDL/SOAP solution set.

Web Notification service standard has not been mature/stable by now. No mature industrial product is Operation System /program language independent and widely accepted yet.

Although WSDL spec does define Notification transmission primitive, but it is also said “It is expected that specifications that define the protocols for Solicit-response or Notification would also include WSDL binding extensions that allow use of these primitives”.

4 Detailed proposal
3GPP needs to consider defining a 3GPP web Notification service to push notification across Itf-N to IRPManager(s).  It is TBD where (i.e. which Interface IRP SOAP SS?) 3GPP should publish such definition.  3GPP does not need to modify current Notification IRP IS or any other Interface IRP specifications to support such capability.
Appendix:

The group needs to discuss this point further.
(Option 1) In NotificationIRP subscribe operation, the service address and web service description information of this 3GPP web Notification service shall be specified explicitly. Web service description information can be specified directly or indirectly (i.e. specifying the WSDL file location).
(Option 2) In NotificationIRP subscribe IS-defined operation and all SS-defined methods, the service address and web service description information of this 3GPP web Notification service need not be specified explicitly.  This is in-line with semantics defined in Notification IRP IS and CORBA SS and CMIP SS today.    
