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 Change in Clause 3.1

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.151 [3] and the following apply:

IRPAgent: See 3GPP TS 32.102 [2].

IRPManager: See 3GPP TS 32.102 [2].

Interface IRP: 3GPP publishes a number of IRP specifications each of which is related to a set of operations and notifications for a specific telecom management domain such as alarm management, configuration management, etc. This term represents all such specifications.

NRM IRP: 3GPP publishes a number of IRP specifications each of which is related to a particular NRM (Network Resource Model) as defined in 3GPP TS 32.101 [1].  This term represents all such specifications.
Data Definition IRP: 3GPP publishes IRP specifications relating to commonly used data definitions that can be imported for use by Interface IRP and/or NRM IRP.  This term represents all such specifications.
YyyIRP: 3GPP defines a number of support-IOCs (defined in Interface IRP) such as AlarmIRP, BasicCMIRP and EPIRP.  This term represents all such support-IOCs.
End of Change in Clause 3.1

Change in Clause 3.2

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.151 [3] and the following apply:

CMIP
Common Management Information Protocol

CORBA
Common Object Request Broker Architecture

EM
Element Manager

GDMO
Guidelines for the Definition of Managed Objects

GUI
Graphical User Interface

IDL
Interface Definition Language

IOC
Information Object Class

IRP
Integration Reference Point

IS
Information Service

NE
Network Element

NM
Network Manager
NRM
Network Resource Model
OMG
Object Management Group

ORB
Object Request Broker

End of Change in Clause 3.2
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