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New Clause 5.7

5.7
Marked ID (M)

This parameter shall contain the identity that needs to be traced.   

End of New Clause 5.7

New Clause 5.8

5.8
Marked ID Type (M)

This parameter defines the types of user identities that can be provided to activate a Trace. It includes all possibilities of identities but that does not necessarily mean that 3GPP currently specifies a methodology to trace using them. The value in this parameter together with the value in ‘Marked ID’ provides the NE with complete information on the identity. 

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	Spare
	Spare
	IP-Address
	MSISDN
	Private ID 
	IMEISV
	IMEI
	IMSI


End of New Clause 5.8

New Clause 5.9

5.9
Start Time (M)

This parameter defines the time at which the NE shall activate the Trace. The time shall be expressed in YYYYMMDDTHHMMshhmm based on 24hr clock format. 

End of New Clause 5.9

New Clause 5.10

5.10
End Time (M)

This parameter defines the time at which the NE shall deactivate the Trace. The time shall be expressed in YYYYMMDDTHHMMshhmm based on 24hr clock format. 

End of New Clause 5.10

New Clause 5.11

5.11
NE Identifiers (M)

This mandatory parameter defines the NE identifiers where Trace Session activation is needed. This parameter is only relevant for management based activation mechanism and is used by the EM to determine the NE’s (under its span of control) where the Trace Session Activation should be sent. This parameter is not needed in signalling based activation mechanism. It shall be a 2 byte Octet String. 

End of New Clause 5.11
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