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Table 4: Mapping from IS getAlarmList parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	alarmAckState, filter
	ManagedGenericIRPConstDefs::StringTypeOpt filter
	O

	baseObjectClass, baseObjectInstance
	AlarmIRPConstDefs::DNTypeOpt base_object
	CM, see note

	alarmInformation List
	Return value of type

AlarmIRPConstDefs::AlarmInformationSeq 
	M

	status
	Exceptions:

GetAlarmList,

ManagedGenericIRPSystem::ParameterNotSupported,

ManagedGenericIRPSystem::InvalidParameter
	M

	NOTE: 
For constraints on these parameters, see the Alarm IRP IS [6].


…

…
Table 12: Mapping for notifyNewAlarm (to carry security alarm)

	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding SS attribute.
	domain_name
	
	It carries the IRP document version number string.  See sub-clause 3.3.

It indicates the syntax and semantics of the Structured Event as defined by this specification.

	notificationType
	type_name
	M
	This is the NOTIFY_FM_NEW_ALARM of interface NotificationType of module AlarmIRPConstDefs. 

	alarmType
	event_name
	M
	It identifies one of the following:

Integrity violation, operational violation, physical violation, security violation and time domain violation.

It is a string defined by interface AlarmType of module AlarmIRPConstDefs.

	There is no corresponding SS attribute.
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	NV stands for name-value pair. Order arrangement of NV pairs is not significant. The name of NV-pair is always encoded in string.

Name of NV pair is the MANAGED_OBJECT_INSTANCE of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string.

	notificationId
	One NV pair of remaining_body
	M
	Name of NV pair is the NOTIFICATION_ID of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a long.

	eventTime
	One NV pair of filterable_ body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.
Value of NV pair is a IRPTime of module ManagedGenericIRPConstDefs.

	systemDN
	One NV pair of filterable_ body_fields 
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string.

	probableCause
	One NV pair of filterable_ body_fields
	M
	Name of NV pair is the PROBABLE_CAUSE of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a short defined by interface ProbableCause of module AlarmIRPConstDefs.

	perceivedSeverity
	One NV pair of filterable_ body_fields
	M
	Name of NV pair is the PERCEIVED_SEVERITY of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a short defined by interface PerceivedSeverity of module AlarmIRPConstDefs.

	vendorSpecificAlarmType
	One NV pair of filterable_ body_fields 
	O
	Name of NV pair is the VENDER_SPECIFIC_ALARM_TYPE of interface AttributeNameValue of module AlarmIRPConstDefs.
Value of NV pair is a string.

	correlatedNotifications
	One NV pair of remaining_body
	O
	Name of NV pair is the CORRELATED_NOTIFICATIONS of interface AttributeNameValue.

Value of NV pair is a CorrelatedNotificationSetType of module AlarmIRPConstDefs.

	additionalText
	One NV pair of remaining_body
	O
	Name of NV pair is the ADDITIONAL_TEXT of interface AttributeNameValue of module AlarmIRPConstDefs.  

Value of NV pair is a string.  

	additionalInformation
	One or more NV pairs of remaining_body
	O
	Name and value of all NV pairs are vendor-specific.

	alarmId
	One NV pair of remaining_body
	M
	Name of NV pair is the ALARM_ID of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.

If the string is a zero-length string or if this NV pair is absent, the default semantics is that alarmId is a concatenation of managedObjectInstance, eventType, probableCause and specificProblem, if present, of this Structured Event. Since probableCause is encoded as a short, it shall be converted into string before concatenation. The resultant string shall not contain spaces.

	serviceUser
	One NV pair of remaining_body
	CM (Note 1)
	Name of NV pair is the SERVICE_USER of interface AttributeNameValue of module AlarmIRPConstDefs.  

Value of NV pair is a string.  

	serviceProvider
	One NV pair of remaining_body
	CM (Note 1)
	Name of NV pair is the SERVICE_PROVIDER of interface AttributeNameValue of module AlarmIRPConstDefs.  

Value of NV pair is a string.  

	securityAlarmDetector
	One NV pair of remaining_body
	CM (Note 1)
	Name of NV pair is the SECURITY_ALARM_DETECTOR of interface AttributeNameValue of module AlarmIRPConstDefs.  

Value of NV pair is a string.  


Note 1: Constraints for this parameter are defined in the Alarm IRP IS [6].
…

…
Table 14: Mapping for notifyClearedAlarm

	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS attribute.
	domain_name
	
	See that of notifyNewAlarm.

	notificationType
	type_name
	M
	This is the NOTIFY_FM_CLEARED_ALARM of interface NotificationType of module AlarmIRPConstDefs.

	alarmType
	event_name
	M
	See that of notifyNewAlarm.

	There is no corresponding IS attribute.
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	notificationId
	One NV pair of remaining_body
	M
	See that of notifyNewAlarm.

	eventTime
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_ body_fields 
	M
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	perceivedSeverity
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	correlatedNotifications
	--
	--
	See Note.

	alarmId
	One NV pair of remaining_body
	M
	See that of notifyNewAlarm.

	clearUserId
	One NV pair of remaining_body
	CM (Note 2)
	Name of NV pair is the CLEAR_USER_ID of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.

	clearSystemId
	One NV pair of remaining_body
	CM (Note 2)
	Name of NV pair is the CLEAR_SYSTEM_ID of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.

	NOTE 1:
In the CORBA Solution Set the correlatedNotifications is not used. In the CORBA Solution Set, one notifyClearedAlarm notification can only clear a single alarmInformation.
NOTE 2:   Constraints for this parameter are defined in the Alarm IRP IS [6].


Table 15: Mapping for notifyAlarmListRebuilt

	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS attribute.
	domain_name
	
	See that of notifyNewAlarm.

	notificationType
	type_name
	M
	This is the NOTIFY_FM_ALARM_LIST_REBUILT of interface NotificationType of module AlarmIRPConstDefs.

	There is no corresponding IS attribute.
	event_name
	M
	Carry an empty string.

	There is no corresponding IS attribute.
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	notificationId
	One NV pair of remaining_body
	M
	See that of notifyNewAlarm.

	eventTime
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_ body_fields 
	O
	See that of notifyNewAlarm.

	reason
	One NV pair of remaining_body
	M
	Name of NV pair is the REASON of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.

	alarmListAlignmentRequirement
	One NV pair of remaining_body
	CM(Note 1)
	Name of NV pair is the ALARM_LIST_ALIGNMENT_REQUIREMENT of interface AttributeNameValue of modue AlarmIRPConstDefs.

Value of NV pair is an enum AlarmListAlignmentRequirementType of module AlarmIRPConstDefs.


Note 1: For constraints on this parameter, see the Alarm IRP IS [6].
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