Page 1



3GPP TSG-SA5 (Telecom Management) 
Tdoc (
S5-064045
Meeting #44bis, Austin, USA, 10 – 12 January 2006
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	32.251
	CR
	0001
	(

rev
	-
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Rel-6 CR 32.251 Clarification of PS-Information

	
	

	Source:
(

	Ericsson (Patrik.Teppo@ericsson.com)

	
	

	Work item code:
(

	CH-BC
	
	Date: (

	17/02/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	PS-Information reused AVPs from 29.061, but not all AVPs, which can be reused from 29.061 are not reused.

	
	

	Summary of change:
(

	SGSN- , GGSN- and CG-Address are reused from 29.061.

	
	

	Consequences if 
(

not approved:
	PS-Information is not defined according to recommendations from RFC 3588.

	
	

	Clauses affected:
(

	6.2.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in Clause 6.2.2.1
6.2.2.1
Definition of the PS-Information AVP

The detailed structure of the PS-Information AVP can be found in the following table.

The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see Diameter Base [401]. 

Table 6.2.2.1 : Structure of the PS-Information AVP

	
	AVP Flag rules 

	AVP Name
	AVP Code
	Defined
	Value Type
	Must
	May
	Should not
	Must not

	3GPP-Charging-Id
	2
	[205]
	
	
	
	
	

	3GPP-PDP-Type
	3
	[205]
	
	
	
	
	

	PDP-Address
	
	[50]
	Address
	
	
	
	

	3GPP-GPRS-Negotiated-QoS-Profile
	5
	[205]
	
	
	
	
	

	3GPP-SGSN-Address
	6
	[205]
	
	
	
	
	

	3GPP-GGSN-Address
	7
	[50]
	
	
	
	
	

	3GPP-CG-Address
	4
	[205]
	
	
	
	
	

	3GPP-IMSI-MCC-MNC
	8
	[205]
	
	
	
	
	

	3GPP-GGSN- MCC-MNC
	9
	[205]
	
	
	
	
	

	3GPP-NSAPI
	10
	[205]
	
	
	
	
	

	Called-Station-Id [See Note]
	30
	[205]
	
	
	
	
	

	3GPP-Session-Stop-Indicator
	11
	[205]
	
	
	
	
	

	3GPP-Selection-Mode
	12
	[205]
	
	
	
	
	

	3GPP-Charging-Characteristics
	13
	[205]
	
	
	
	
	

	3GPP-SGSN-MCC-MNC
	18
	[205]
	
	
	
	
	

	3GPP-MS-TimeZone
	23
	[205]
	
	
	
	
	

	3GPP-CAMEL-Charging-Info
	24
	[205]
	
	
	
	
	

	Charging-Rule-Base-Name
	1004
	[71]
	
	
	
	
	

	3GPP-User-Location-Info
	22
	[205]
	
	
	
	
	

	3GPP-RAT-Type
	21
	[205]
	
	
	
	
	


NOTE:
This AVP contains the identifier of the access point (APN) the user is connected to.
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