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	Reason for change:
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	Current version of this specification indicates that Calling Party Address parameter is obtained from the P-Asserted-Identity SIP header, but not clearly from which SIP messages. Besides, P-Asserted-Identity can contain up to two URIs that belong to a same user (Public User Identity) or service (Public Service Identity). This is not reflected in the description of the Calling Party Address charging field.
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	Calling Party Address contains the address or addresses (URIs) of the party initiating a session or service, either a user (Public User ID) or a service (Public Service ID). It contains the information associated to P-Asserted-Identity header of (non-REGISTER) SIP Requests. Finally, ASN.1 definition for Calling Party Address is corrected properly.
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not approved:
	It must be clarified which information can be carried in Calling Party Address parameter and which SIP headers this is extracted from. Otherwise, there is serious risk of having incoherent charging information, erroneous billing and fraud. In this case, the charging system might receive the actual Called Party Address instead of the Calling Party Address, if the right SIP header in the right SIP message is not used. 
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Change in Clause 5.1.3.1.7
5.1.3.1.7
Calling Party Address

The address or addresses (Public User ID or Public Service ID) of the party requesting a service or initiating a session. This field may hold the SIP URI (according to IETF RFC 3261), the TEL URL (according to RFC 2806) or both the SIP URI and the TEL URL of the calling party. The address is obtained from the P-Asserted-Identity header of a non-REGISTER SIP Request, either initiating a dialog or a standalone transaction.

Change in Clause 5.2.3.1
5.2.3.1
IMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.260 [20].

IMSChargingDataTypes {itu-t identified-organization (4) etsi(0) mobileDomain (0) gsmUmtsNetwork (x) charging (y) asn1Module (z) imsChargingDataTypes (3) version1 (1)}  Editor’s Note:  what is the correct structure of the OID?
DEFINITIONS IMPLICIT TAGS ::=

BEGIN

Exports everything

IMPORTS

IPAddress, LocalSequenceNumber, TimeStamp

FROM 3GPPGenericChargingDataTypes {itu-t identified-organization (4) etsi(0) mobileDomain (0) gsmUmtsNetwork (x) charging (y) asn1Module (z) genericChargingDataTypes (0) version1 (1)}  

IMSCallEventRecord ::= SET

{


-- Fields used by several multimedia Record types ("Common fields"):


-- (which field is used in which record type is defined in section 5.2.3)


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


calling-Party-Address


[6] SEQUENCE OF InvolvedParty OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,

...
End of Change in Clause 7.2.37
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