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1
Decision/action requested

If the document is agreed, then this should be inserted to the draft TS 32.407 section 4.5.6 and remove the current content of that section..
2
References

23.078
29.078

3
Rationale

This proposal describes the exact trigger points for the IN call service related measurements. 
4
Detailed proposal

Attempted UE terminated intelligent service calls
a)
This measurement provides the number of attempted UE terminated intelligent service calls.

b)
CC.

c)
After sending the SETUP message to the terminating UE and the SSF sent the IDP message to the SCP from either of the following CSI: T-CSI or VT-CSI.
d)
A single integer value.

e)  IN.attINPassive

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Successful UE terminated intelligent service calls
a)
This measurement provides the number of successful UE terminated intelligent service calls.

b)
CC.

c)
On receipt of “Alerting message in the MSC Server and the CAMEL dialogue has been finished successfully for either of T-CSI or VT-CSI, which means that the call segment in the SSF has reached the IDLE state without ane error. See TS 23.078.
d)
A single integer value.

e)
IN.succINPassive

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Answered UE terminated intelligent service calls
a)
This measurement provides the number of answered UE terminated intelligent service calls.

b)
CC.

c)
On receipt of “CONNECT ACK message and there was a successfully finished CAMEL dialogue for either of T-CSI or VT-CSI, which means that the call segment in the SSF has reached the IDLE state without any error. See TS 23.078

d)
A single integer value.

e)
IN.ansINPassive

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Attempted UE originated intelligent service calls
a)
This measurement provides the number of attempted UE originated intelligent service calls.
b)
CC.

c)
After the reception of the CM_SERVICE_REQUEST message the SSF has sent the IDP message to the SCP for O-CSI, D-CSI or N-CSI.
d)
A single integer value.

e)
IN.attINActive

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Successful UE originated intelligent service calls 

a)
This measurement provides the number of successful UE originated intelligent service calls.
b)
CC.

c)
On sending of “Alerting” message and  there was a successfully finished CAMEL dialogue for O-CSI or for D-CSI or for N-CSI, which means that the call segment in the SSF has reached the IDLE state without any error. See TS 23.078.
d)
A single integer value.

e)
IN.succINActive

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSMUMTS.

Answered UE originated intelligent service calls 

a)
This measurement provides the number of answered UE originated intelligent service calls.

b)
CC.

c)
On receipt of“CONNECT ACK” message  and there was a successfully finished CAMEL dialogue for O-CSI or for D-CSI or for N-CSI, which means that the call segment in the SSF has reached the IDLE state without any error. See TS 23.078.
d)
A single integer value.

e)
IN.ansINActive

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Attempted intelligent service calls for both the Calling Party and the Called Party are intelligent service user
a)
This measurement provides the number of attempted intelligent service calls for both the Calling Party and the Called Party are intelligent service user.
b)
CC.

c)
The MSC Server has received the CM SERVICE REQUEST message and the SSF sends the IDP message to the SCP from either of O_CSI, D-CSI or N-CSI and the SSF sends another IDP message to SCP from T-CSI or from VT-CSI.
d)
A single integer value.

e)
IN.attINtoIN

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Successful intelligent service calls for both the Calling Party and the Called Party are intelligent service user
a)
This measurement provides the number of successful intelligent service calls for both the Calling Party and the Called Party are intelligent service user.
b)
CC.

c)
The MSC Server sends the Alerting message to the originating UE and there was a successful CAMEL dialogue from the O-CSI, D-CSI or N-CSI and there was another successulf CAMEL Dialogue from the VT-CSI or T-CSI. Successful CAMEL dialogue means that the call segment in the SSF has reached the IDLE state without any error. 

d)
A single integer value.

e)
IN.succINtoIN

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Answered intelligent service calls for both the Calling Party and the Called Party are intelligent service user
a)
This measurement provides the number of answered intelligent service calls .
b)
CC.

c)
The MSC Server has received the CONNECT ACK message from Originating UE and there was a successful CAMEL dialogue from the O-CSI, D-CSI or N-CSI and there was another successulf CAMEL Dialogue from the VT-CSI or T-CSI. Successful CAMEL dialogue means that the call segment in the SSF has reached the IDLE state without any error.
d)
A single integer value.

e)
IN.ansINtoIN

f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

