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1
Decision/action requested

Decision on introducing configuration parameters for HSDPA in CM
2 References
TS32.642
3
Rationale
Currently the work for Performance Management (PM) of HSDPA is ongoing in sub workgroup D. However there is no support in Configuration Management (CM) in specs of 32 series, where seems a bit inconsistent when taking HSDPA configuration requirements into account. 
It is proposed in this paper that several attributes relevant to HSDPA feature should be added in the TS32.642. The basic changes in TS32.642 could be shown below.
********************TEXT EXTRACTED FROM TS32.642**************************************

6.3.2
NodeBFunction
6.3.2.1
Definition

This IOC represents Node B functionality. For more information about the Node B, see 3GPP TS 23.002 [15].  

6.3.2.2
Attributes

Attributes of NodeBFunction
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	nodeBFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	nodeBFunction-IubLink
	+
	M
	M
	-

	HSDPALabel
	+
	M
	M
	-


[…]
6.3.3
UtranCell
6.3.3.1
Definition

This IOC represents a radio cell controlled by the RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

The cell may be an FDD mode cell, a 1.28 Mcps TDD mode cell or a 3.84 Mcps TDD mode cell.

6.3.3.2
Attributes

Attributes of UtranCell

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	utranCellId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	cId
	+
	M
	M
	M

	localCellId
	+
	M
	M
	M

	uarfcnUl
	+
	O
	M
	M

	uarfcnDl
	+
	O
	M
	M

	primaryScramblingCode
	+
	O
	M
	M

	primaryCpichPower
	+
	O
	M
	M

	retAntennaFunctionList
	+
	O
	M
	M

	maximumTransmissionPower
	+
	M
	M
	M

	primarySchPower
	+
	O
	M
	M

	secondarySchPower
	+
	O
	M
	M

	bchPower
	+
	O
	M
	M

	cellMode
	+
	M
	M
	-

	HSDPALabel
	+
	M
	M
	-

	HSDPAEnable 
	+
	M
	M
	-

	uarfcn
	+
	O
	M
	M

	cellParameterId
	+
	O
	M
	M

	primaryCcpchPower
	+
	O
	M
	M

	dwPchPower
	+
	O
	M
	M

	timeSlotList
	+
	O
	M
	M

	schPower
	+
	O
	M
	M

	lac
	+
	M
	M
	M

	rac
	+
	O
	M
	M

	sac
	+
	M
	M
	M

	uraList
	+
	O
	M
	M

	utranCell-IubLink
	+
	M
	M
	-


Table 6.6: Additional attributes of UtranCell for the support of the State Management IRP
********************END OF TEXT EXTRACTED FROM TS32.642*******************************

The description of the attributes added above is in the following:

1.HSDPALabel, A label indicating whether or not HSDPA feature is supported in this Node B or UTRAN cell.
2.HSDPAEnable, A label indicating whether or not HSDPA feature is enabled in this UTRAN cell.
4
Consequences and implications
5 Issues of discussion



















































