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1
Decision/action requested

Based off this proposal, agree the Equipment resource related measurements to be added to the new R7 IMS performance measurements draft TS 32.409. 

2
References

[1]

S5-068360 CMCC_Moto draft TS 32.409 IMS performance measurements

3
Rationale

Add I-CSCF querying S-CSCF related measurements into IMS performance draft TS.

4
Detailed proposal

The following sections are the detailed proposal: 

4.4 I-CSCF querying S-CSCF
4.4.1
Failed I-CSCF querying S-CSCF procedure

a) This measurement provides the total number of failures I-CSCF querying S-CSCF. 
b) CC.

c) Time-out times on I-CSCF when querying S-CSCF. Normally an I-CSCF should receive “200 OK” from a S-CSCF after querying. If it can’t receive “200 OK” in timer period, I-CSCF will count one fail. This counter indicates the S-CSCF availability and IP network availability. Two reasons will cause this failure of querying: one is a network problem, the message cannot reach S-CSCF, or back on the trip I-CSCF; the second is a S-CSCF problem, eg, S-CSCF cannot solve the message due to exceeding performance limitation.
d) A single integer value.
e) UR. FailedIQueryS.
f) CscfFunction.
g) Valid for packet switched traffic.

a) IMS
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