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Figure 5.2.1.2: Signalling Transport Network NRM Containment/Naming and Association diagram 2
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5.3
Information object class definitions
...
5.3.1.2
Attributes

Table 5.3.1.2.1 : Attributes of MtpSignPoint

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mtpSignPointId
	+
	M
	M
	-

	pointCode
	+
	M
	M
	-

	networkIndicator
	+
	M
	M
	-

	pointCodeLength
	+
	M
	M
	-

	spType
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M
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5.5 Information attribute definitions
5.5.1
Definition and legal values

Table 5.5.1 defines the attributes that are present in several IOCs of the present document.

Table 5.5.1: Attributes
	Attribute Name
	Definition
	Legal Values

	…
	
	

	slsCodeNormalList
	This attribute indicates which SLS-Codes are initially administratively assigned to this signallingLinkTp for the normal operation. (Ref ITU-T Q.751.1 [10])
	SET SIZE (0..16) OF Sls

-- Each Sls value can occur at most once in a given SET

Sls Type: Integral numeric value
Range: (0…15)

	signLinkType
	This attribute represents the type of signalling link.
	Type: Enumerated
Range: 64K, 2M

	loadsharingInformationRouteSetNePart
	This attribute contains specific information for target specific loadsharing via the current routes working on a routeset basis via the current routes. (Ref ITU-T Q.751.1 [10])
	

	userLabel
	A user-friendly name of this object.
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