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	1st Modification


4.6
UTRAN Trace Record Content

...
Table 4.6.2 : trace record description for minimum and medium trace depth

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Uu
	RRC
	RAB info type
	RADIO BEARER SETUP

HO TO UTRAN COMMAND

RADIO BEARER RELEASE

RADIO BEARER RECONFIGURATION
	M
	M
	TS 25.331

	
	
	RB info type
	RADIO BEARER RECONFIGURATION

RADIO BEARER RELEASE

RADIO BEARER SETUP

HO TO UTRAN COMMAND
	M
	M
	TS 25.331

	
	
	URA identity
	RADIO BEARER SETUP

RADIO BEARER RELEASE

URA UPDATE CONFIRM

RADIO BEARER RECONFIGURATION
	M
	M
	TS 25.331

	
	
	CN domain
	SIGNALLING CONNECTION RELEASE

INITIAL DIRECT TRANSFER

DL DIRECT TRANSFER

UL DIRECT TRANSFER
	M
	M
	TS 25.331

	
	
	Logical channel priority
	RADIO BEARER SETUP
	M
	M
	TS 25.331

	
	
	RRC state indicator
	RADIO BEARER SETUP

PHYSICAL CHANNEL RECONFIGURATION

TRANSPORT CHANNEL RECONFIGURATION

RADIO BEARER RECONFIGURATION

CELL UPDATE CONFIRM

URA UPDATE CONFIRM
	M
	M
	TS 25.331

	
	
	Primary CPICH scrambling code of added cell
	ACTIVE SET UPDATE
	O
	O
	TS 25.331

	
	
	Primary CPICH scrambling code of removed cell
	ACTIVE SET UPDATE
	O
	O
	TS 25.331

	
	
	Target cell identity
	CELL CHANGE ORDER
	M
	M
	TS 25.331

	
	
	CFN-SFN observed time difference
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	M
	TS 25.331

	
	
	Cell parameters Id
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	O
	O
	TS 25.331

	
	
	Timeslot list
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	CPICH Ec/No
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	CPICH RSCP
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	PCCPCH  RSCP
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	Pathloss
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	M
	TS 25.331

	
	
	UARFCN uplink (Nu)
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	UARFCN downlink (Nd)
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	UARFCN (Nt)
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	CFN-SFN observed time difference
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	M
	TS 25.331

	
	
	CPICH Ec/No
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	CPICH RSCP
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	PCCPCH  RSCP
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	Pathloss
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	M
	TS 25.331

	
	
	Cell parameters Id
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	O
	O
	TS 25.331

	
	
	Timeslot list
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	BCCH ARFCN
	RRC/MEASUREMENT REPORT

for measurement = inter RAT
	X
	M
	TS 25.331

	
	
	UTRA Carrier RSSI
	RRC/MEASUREMENT REPORT

for measurement = inter RAT
	X
	M
	TS 25.331

	
	
	RLC buffer Payload
	RRC/MEASUREMENT REPORT

for measurement = traffic volume
	X
	M
	TS 25.331

	
	
	Average RLC buffer payload
	RRC/MEASUREMENT REPORT

for measurement = traffic volume
	X
	M
	TS 25.331

	
	
	Variance of RLC buffer payload
	RRC/MEASUREMENT REPORT

for measurement = traffic volume
	X
	M
	TS 25.331


...

Constraints:

The following optional IE names shall  be supported for corresponding  modes as described below:

For FDD mode: 

· Primary CPICH scrambling code of added cell
· Primary CPICH scrambling code of removed cell
· CPICH Ec/No

· CPICH RSCP

· UL Scrambling Code

· Minimum UL channelization length

· UARFCN downlink (Nd)
· UARFCN uplink (Nu)
· DL Scrambling Code

· DL Code information
· DL channelization code
· Received total wide band power
For TDD mode : 

· PCCPCH RSCP

· Cell parameters Id
· UARFCN (Nt)
· Timeslot list
· UL Timeslot information

· DL Timeslot information

· UL Time Slot ISCP Info
	End of Modifications
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