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B.2
List_of_new_CRs_to-be-added (Sorted by SA Tdoc#)

	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	01
	32.272
	0015
	-
	Rel-6
	Clarify the description of Number-Of-Participants in PoC-information
	F
	6.3.0
	S5-060657
	CH
	a

	01
	32.272
	0016
	-
	Rel-7
	Clarify the description of Number-Of-Participants in PoC-information
	A
	7.0.0
	S5-060660
	CH
	a

	02
	32.299
	0135
	-
	Rel-6
	Correction on WLAN-Session-ID AVP code
	F
	6.7.0
	S5-060650
	CH
	b

	02
	32.299
	0136
	-
	Rel-7
	Correction on WLAN-Session-ID AVP code
	A
	7.2.0
	S5-060651
	CH
	b

	02
	32.299
	0137
	-
	Rel-6
	Correction on LCS AVP codes
	F
	6.7.0
	S5-060658
	CH
	c

	02
	32.299
	0138
	-
	Rel-7
	Correction on LCS AVP codes
	A
	7.2.0
	S5-060659
	CH
	c

	02
	32.299
	0139
	-
	Rel-6
	Correction on MMS AVP codes
	F
	6.7.0
	S5-060661
	CH
	d

	02
	32.299
	0140
	-
	Rel-7
	Correction on MMS AVP codes
	A
	7.2.0
	S5-060662
	CH
	d

	02
	32.299
	0143
	-
	Rel-6
	Correction on the type of the Number-of-Participants AVP
	F
	6.7.0
	S5-060679
	CH
	e

	02
	32.299
	0144
	-
	Rel-7
	Correction on the type of the Number-of-Participants AVP
	A
	7.2.0
	S5-060680
	CH
	e

	03
	32.298
	0033
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.4.0
	S5-060672
	CH
	f

	03
	32.299
	0141
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.7.0
	S5-060673
	CH
	f

	03
	32.299
	0142
	-
	Rel-7
	Correction to number of participants charging for PoC
	A
	7.2.0
	S5-060674
	CH
	f

	04
	32.260
	0027
	-
	Rel-6
	Correction of Message Bodies
	F
	6.6.0
	S5-060645
	IMS2-CH
	g

	04
	32.298
	0032
	-
	Rel-6
	Correction to MessageBody
	F
	6.4.0
	S5-060646
	IMS2-CH
	g

	05
	32.299
	0131
	-
	Rel-6
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	F
	6.7.0
	S5-060627
	IMS2-CH
	h

	05
	32.299
	0132
	-
	Rel-7
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	A
	7.2.0
	S5-060625
	IMS2-CH
	h

	05
	32.299
	0133
	-
	Rel-6
	Correction to IMS-Information AVP - Align with 32.260
	F
	6.7.0
	S5-060631
	IMS2-CH
	i

	05
	32.299
	0134
	-
	Rel-7
	Correction to IMS-Information AVP - Align with 32.260
	A
	7.2.0
	S5-060632
	IMS2-CH
	i

	06
	32.260
	0030
	-
	Rel-6
	Correction of on-line charging procedures related to IMS Service Termination
	F
	6.6.0
	S5-060697
	IMS2-CH
	

	07
	32.252
	0002
	-
	Rel-6
	Correction to Served PDP Address in WLAN-AN-CDR
	F
	6.1.0
	S5-060678
	WLAN-CH
	

	08
	32.273
	0008
	-
	Rel-6
	Resolve outstanding "Editor's notes" in MBMS charging
	F
	6.4.0
	S5-060485
	CH-MBMS
	

	09
	32.251
	0036
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	7.0.1
	S5-060653
	CH7
	k

	09
	32.298
	0034
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	6.4.0
	S5-060654
	CH7
	k

	10
	32.260
	0028
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.6.0
	S5-060626
	CH7
	m

	10
	32.298
	0035
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.4.0
	S5-060683
	CH7
	m

	10
	32.299
	0145
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	7.2.0
	S5-060682
	CH7
	m

	11
	32.240
	0009
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.3.0
	S5-060629
	FBI-PCBL-CH
	n

	11
	32.260
	0029
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.6.0
	S5-060630
	FBI-PCBL-CH
	n

	12
	32.298
	0036
	-
	Rel-7
	Enhancement of eG-CDR regarding Policy and Charging Control (PCC) - Align with SA2's 23.125, 23.203
	C
	6.4.0
	S5-060706
	PCC-CH
	


	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	20
	32.111-2
	0051
	-
	Rel-5
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	F
	5.8.0
	S5-060687
	OAM-NIM
	a

	20
	32.111-2
	0052
	-
	Rel-6
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	A
	6.8.0
	S5-060688
	OAM-NIM
	a

	21
	32.313
	0003
	-
	Rel-6
	Capture all CORBA common types in 32.313
	F
	6.2.0
	S5-060371
	OAM-NIM
	

	22
	32.341
	0002
	-
	Rel-6
	Correct the file exchange requirements in File Transfer (FT) Integration Reference Point (IRP)
	F
	6.1.0
	S5-060635
	OAM-NIM
	

	23
	32.412
	0015
	-
	Rel-6
	Correct matching info of notificationType
	F
	6.7.0
	S5-060636
	OAM-NIM
	

	24
	32.612
	0020
	-
	Rel-6
	Correct the class diagrams and the qualifiers of systemDNs in the "Bulk Configuration Management (CM) Integration Reference Point (IRP)"
	F
	6.4.0
	S5-060633
	OAM-NIM
	

	25
	32.622
	0027
	-
	Rel-6
	Extend the usage of VsDataContainer by BulkCMIRP to all 3GPP NRMs
	F
	6.5.0
	S5-060663
	OAM-NIM
	

	25
	32.625
	0024
	-
	Rel-6
	Correct the use of dnList instead of string type for indicating multiple DN
	F
	6.6.0
	S5-060665
	OAM-NIM
	

	26
	32.632
	0021
	-
	Rel-6
	Add missing CscfFunction IOC to CN NRM
	F
	6.4.0
	S5-060637
	OAM-NIM
	b

	26
	32.633
	0015
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.3.0
	S5-060638
	OAM-NIM
	b

	26
	32.635
	0016
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.4.0
	S5-060639
	OAM-NIM
	b

	26
	32.635
	0017
	-
	Rel-6
	Add missing link (Link_Scscf_Scscf) - Align with 32.632
	F
	6.4.0
	S5-060664
	OAM-NIM
	

	26
	32.635
	0018
	-
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	F
	6.4.0
	S5-060719
	OAM-NIM
	

	27
	32.643
	0027
	-
	Rel-6
	Correct the IOC AntennaFunction data types of latitude and longitude from "short" to "long" to avoid overflow
	F
	6.6.0
	S5-060689
	OAM-NIM
	

	27
	32.644
	0018
	-
	Rel-6
	Add missing RET Antenna Functionality to the CMIP Solution Set - Align with 32.642 UTRAN network resources IRP Network Resource Model
	F
	6.2.0
	S5-060647
	OAM-NIM
	

	27
	32.645
	0028
	-
	Rel-6
	Correct the usage of dnList type for iubLinkUtranCell & controlledCellList
	F
	6.7.0
	S5-060666
	OAM-NIM
	

	28
	32.742
	0003
	-
	Rel-6
	Deletion of ManagedFunction and relatedObjects in MTPSignPoint
	F
	6.2.0
	S5-060720
	OAM-NIM
	c

	28
	32.743
	0003
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060721
	OAM-NIM
	c

	28
	32.745
	0004
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060723
	OAM-NIM
	c

	28
	32.744
	0001
	-
	Rel-6
	Define LinkTpStatus - Align with ITU-T Q.751 and 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.0.0
	S5-060648
	OAM-NIM
	

	29
	32.423
	0012
	-
	Rel-6
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	F
	6.5.0
	S5-060408
	OAM-Trace
	d

	29
	32.423
	0013
	-
	Rel-7
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	A
	7.2.0
	S5-060702
	OAM-Trace
	d

	29
	32.423
	0014
	-
	Rel-6
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	F
	6.5.0
	S5-060409
	OAM-Trace
	e

	29
	32.423
	0015
	-
	Rel-7
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	A
	7.2.0
	S5-060701
	OAM-Trace
	e

	30
	32.741
	0001
	-
	Rel-7
	Add missing M3UA signalling information to the Signalling Transport Network interface NRM IRP Requirements
	B
	6.0.0
	S5-060690
	OAM7-NIM
	

	31
	32.101
	0031
	-
	Rel-7
	Add the Domain Manager and its Peer-to-Peer Interface (Itf-P2P) to the Telecom Management Architecture
	C
	7.1.0
	S5-060718
	OAM7-NIM-COOP
	

	32
	32.405
	0009
	-
	Rel-7
	Add RRC Connection Usage Measurements to fully gauge the usage of the UTRAN
	B
	7.1.0
	S5-060684
	OAM7-PM
	

	32
	32.405
	0010
	-
	Rel-7
	Correction to TDD measurements for Received Total Wideband Power and Transmitted Carrier Power
	F
	7.1.0
	S5-060685
	OAM7-PM
	

	32
	32.405
	0011
	-
	Rel-7
	Add measurements about RAB with different data rates of conversational service - Align with RAN2's 25.993
	B
	7.1.0
	S5-060700
	OAM7-PM
	

	32
	32.405
	0012
	-
	Rel-7
	Add measurements about the non-HS carrier power - Align with RAN3's 25.433
	B
	7.1.0
	S5-060710
	OAM7-PM
	

	33
	32.421
	0013
	-
	Rel-7
	Add Cell Traffic Trace capability to 32.421 Trace concepts and requirements
	C
	7.1.0
	S5-060699
	OAM7-Trace
	

	33
	32.422
	0022
	-
	Rel-7
	Add general mechanism for starting trace recording sessions at IMS Network Elements and UE - to support end-to-end Service Level Tracing for IMS
	B
	7.0.0
	S5-060713
	OAM7-Trace
	

	34
	32.423
	0016
	-
	Rel-7
	Add Trace IEs to differentiate UARFCN for FDD and TDD - Align with RAN2's 25.331
	C
	7.2.0
	S5-060714
	OAM7-Trace
	


B.3
List_of_new_CRs_to-be-added (Sorted by TS#)

	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	11
	32.240
	0009
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.3.0
	S5-060629
	FBI-PCBL-CH
	n

	09
	32.251
	0036
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	7.0.1
	S5-060653
	CH7
	k

	07
	32.252
	0002
	-
	Rel-6
	Correction to Served PDP Address in WLAN-AN-CDR
	F
	6.1.0
	S5-060678
	WLAN-CH
	

	04
	32.260
	0027
	-
	Rel-6
	Correction of Message Bodies
	F
	6.6.0
	S5-060645
	IMS2-CH
	g

	10
	32.260
	0028
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.6.0
	S5-060626
	CH7
	m

	11
	32.260
	0029
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.6.0
	S5-060630
	FBI-PCBL-CH
	n

	06
	32.260
	0030
	-
	Rel-6
	Correction of on-line charging procedures related to IMS Service Termination
	F
	6.6.0
	S5-060697
	IMS2-CH
	

	01
	32.272
	0015
	-
	Rel-6
	Clarify the description of Number-Of-Participants in PoC-information
	F
	6.3.0
	S5-060657
	CH
	a

	01
	32.272
	0016
	-
	Rel-7
	Clarify the description of Number-Of-Participants in PoC-information
	A
	7.0.0
	S5-060660
	CH
	a

	08
	32.273
	0008
	-
	Rel-6
	Resolve outstanding "Editor's notes" in MBMS charging
	F
	6.4.0
	S5-060485
	CH-MBMS
	

	04
	32.298
	0032
	-
	Rel-6
	Correction to MessageBody
	F
	6.4.0
	S5-060646
	IMS2-CH
	g

	03
	32.298
	0033
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.4.0
	S5-060672
	CH
	f

	09
	32.298
	0034
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	6.4.0
	S5-060654
	CH7
	k

	10
	32.298
	0035
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.4.0
	S5-060683
	CH7
	m

	12
	32.298
	0036
	-
	Rel-7
	Enhancement of eG-CDR regarding Policy and Charging Control (PCC) - Align with SA2's 23.125, 23.203
	C
	6.4.0
	S5-060706
	PCC-CH
	

	05
	32.299
	0131
	-
	Rel-6
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	F
	6.7.0
	S5-060627
	IMS2-CH
	h

	05
	32.299
	0132
	-
	Rel-7
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	A
	7.2.0
	S5-060625
	IMS2-CH
	h

	05
	32.299
	0133
	-
	Rel-6
	Correction to IMS-Information AVP - Align with 32.260
	F
	6.7.0
	S5-060631
	IMS2-CH
	i

	05
	32.299
	0134
	-
	Rel-7
	Correction to IMS-Information AVP - Align with 32.260
	A
	7.2.0
	S5-060632
	IMS2-CH
	i

	02
	32.299
	0135
	-
	Rel-6
	Correction on WLAN-Session-ID AVP code
	F
	6.7.0
	S5-060650
	CH
	b

	02
	32.299
	0136
	-
	Rel-7
	Correction on WLAN-Session-ID AVP code
	A
	7.2.0
	S5-060651
	CH
	b

	02
	32.299
	0137
	-
	Rel-6
	Correction on LCS AVP codes
	F
	6.7.0
	S5-060658
	CH
	c

	02
	32.299
	0138
	-
	Rel-7
	Correction on LCS AVP codes
	A
	7.2.0
	S5-060659
	CH
	c

	02
	32.299
	0139
	-
	Rel-6
	Correction on MMS AVP codes
	F
	6.7.0
	S5-060661
	CH
	d

	02
	32.299
	0140
	-
	Rel-7
	Correction on MMS AVP codes
	A
	7.2.0
	S5-060662
	CH
	d

	03
	32.299
	0141
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.7.0
	S5-060673
	CH
	f

	03
	32.299
	0142
	-
	Rel-7
	Correction to number of participants charging for PoC
	A
	7.2.0
	S5-060674
	CH
	f

	02
	32.299
	0143
	-
	Rel-6
	Correction on the type of the Number-of-Participants AVP
	F
	6.7.0
	S5-060679
	CH
	e

	02
	32.299
	0144
	-
	Rel-7
	Correction on the type of the Number-of-Participants AVP
	A
	7.2.0
	S5-060680
	CH
	e

	10
	32.299
	0145
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	7.2.0
	S5-060682
	CH7
	m


	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	31
	32.101
	0031
	-
	Rel-7
	Add the Domain Manager and its Peer-to-Peer Interface (Itf-P2P) to the Telecom Management Architecture
	C
	7.1.0
	S5-060718
	OAM7-NIM-COOP
	

	20
	32.111-2
	0051
	-
	Rel-5
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	F
	5.8.0
	S5-060687
	OAM-NIM
	a

	20
	32.111-2
	0052
	-
	Rel-6
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	A
	6.8.0
	S5-060688
	OAM-NIM
	a

	21
	32.313
	0003
	-
	Rel-6
	Capture all CORBA common types in 32.313
	F
	6.2.0
	S5-060371
	OAM-NIM
	

	22
	32.341
	0002
	-
	Rel-6
	Correct the file exchange requirements in File Transfer (FT) Integration Reference Point (IRP)
	F
	6.1.0
	S5-060635
	OAM-NIM
	

	32
	32.405
	0009
	-
	Rel-7
	Add RRC Connection Usage Measurements to fully gauge the usage of the UTRAN
	B
	7.1.0
	S5-060684
	OAM7-PM
	

	32
	32.405
	0010
	-
	Rel-7
	Correction to TDD measurements for Received Total Wideband Power and Transmitted Carrier Power
	F
	7.1.0
	S5-060685
	OAM7-PM
	

	32
	32.405
	0011
	-
	Rel-7
	Add measurements about RAB with different data rates of conversational service - Align with RAN2's 25.993
	B
	7.1.0
	S5-060700
	OAM7-PM
	

	32
	32.405
	0012
	-
	Rel-7
	Add measurements about the non-HS carrier power - Align with RAN3's 25.433
	B
	7.1.0
	S5-060710
	OAM7-PM
	

	23
	32.412
	0015
	-
	Rel-6
	Correct matching info of notificationType
	F
	6.7.0
	S5-060636
	OAM-NIM
	

	33
	32.421
	0013
	-
	Rel-7
	Add Cell Traffic Trace capability to 32.421 Trace concepts and requirements
	C
	7.1.0
	S5-060699
	OAM7-Trace
	

	33
	32.422
	0022
	-
	Rel-7
	Add general mechanism for starting trace recording sessions at IMS Network Elements and UE - to support end-to-end Service Level Tracing for IMS
	B
	7.0.0
	S5-060713
	OAM7-Trace
	

	29
	32.423
	0012
	-
	Rel-6
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	F
	6.5.0
	S5-060408
	OAM-Trace
	d

	29
	32.423
	0013
	-
	Rel-7
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	A
	7.2.0
	S5-060702
	OAM-Trace
	d

	29
	32.423
	0014
	-
	Rel-6
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	F
	6.5.0
	S5-060409
	OAM-Trace
	e

	29
	32.423
	0015
	-
	Rel-7
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	A
	7.2.0
	S5-060701
	OAM-Trace
	e

	34
	32.423
	0016
	-
	Rel-7
	Add Trace IEs to differentiate UARFCN for FDD and TDD - Align with RAN2's 25.331
	C
	7.2.0
	S5-060714
	OAM7-Trace
	

	24
	32.612
	0020
	-
	Rel-6
	Correct the class diagrams and the qualifiers of systemDNs in the "Bulk Configuration Management (CM) Integration Reference Point (IRP)"
	F
	6.4.0
	S5-060633
	OAM-NIM
	

	25
	32.622
	0027
	-
	Rel-6
	Extend the usage of VsDataContainer by BulkCMIRP to all 3GPP NRMs
	F
	6.5.0
	S5-060663
	OAM-NIM
	

	25
	32.625
	0024
	-
	Rel-6
	Correct the use of dnList instead of string type for indicating multiple DN
	F
	6.6.0
	S5-060665
	OAM-NIM
	

	26
	32.632
	0021
	-
	Rel-6
	Add missing CscfFunction IOC to CN NRM
	F
	6.4.0
	S5-060637
	OAM-NIM
	b

	26
	32.633
	0015
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.3.0
	S5-060638
	OAM-NIM
	b

	26
	32.635
	0016
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.4.0
	S5-060639
	OAM-NIM
	b

	26
	32.635
	0017
	-
	Rel-6
	Add missing link (Link_Scscf_Scscf) - Align with 32.632
	F
	6.4.0
	S5-060664
	OAM-NIM
	

	26
	32.635
	0018
	-
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	F
	6.4.0
	S5-060719
	OAM-NIM
	

	27
	32.643
	0027
	-
	Rel-6
	Correct the IOC AntennaFunction data types of latitude and longitude from "short" to "long" to avoid overflow
	F
	6.6.0
	S5-060689
	OAM-NIM
	

	27
	32.644
	0018
	-
	Rel-6
	Add missing RET Antenna Functionality to the CMIP Solution Set - Align with 32.642 UTRAN network resources IRP Network Resource Model
	F
	6.2.0
	S5-060647
	OAM-NIM
	

	27
	32.645
	0028
	-
	Rel-6
	Correct the usage of dnList type for iubLinkUtranCell & controlledCellList
	F
	6.7.0
	S5-060666
	OAM-NIM
	

	30
	32.741
	0001
	-
	Rel-7
	Add missing M3UA signalling information to the Signalling Transport Network interface NRM IRP Requirements
	B
	6.0.0
	S5-060690
	OAM7-NIM
	

	28
	32.742
	0003
	-
	Rel-6
	Deletion of ManagedFunction and relatedObjects in MTPSignPoint
	F
	6.2.0
	S5-060720
	OAM-NIM
	c

	28
	32.743
	0003
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060721
	OAM-NIM
	c

	28
	32.744
	0001
	-
	Rel-6
	Define LinkTpStatus - Align with ITU-T Q.751 and 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.0.0
	S5-060648
	OAM-NIM
	

	28
	32.745
	0004
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060723
	OAM-NIM
	c


B.4
List_of_new_CRs_to-be-added (Sorted by SA5 Tdoc#)

	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	08
	32.273
	0008
	-
	Rel-6
	Resolve outstanding "Editor's notes" in MBMS charging
	F
	6.4.0
	S5-060485
	CH-MBMS
	

	05
	32.299
	0132
	-
	Rel-7
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	A
	7.2.0
	S5-060625
	IMS2-CH
	h

	10
	32.260
	0028
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.6.0
	S5-060626
	CH7
	m

	05
	32.299
	0131
	-
	Rel-6
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	F
	6.7.0
	S5-060627
	IMS2-CH
	h

	11
	32.240
	0009
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.3.0
	S5-060629
	FBI-PCBL-CH
	n

	11
	32.260
	0029
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.6.0
	S5-060630
	FBI-PCBL-CH
	n

	05
	32.299
	0133
	-
	Rel-6
	Correction to IMS-Information AVP - Align with 32.260
	F
	6.7.0
	S5-060631
	IMS2-CH
	i

	05
	32.299
	0134
	-
	Rel-7
	Correction to IMS-Information AVP - Align with 32.260
	A
	7.2.0
	S5-060632
	IMS2-CH
	i

	04
	32.260
	0027
	-
	Rel-6
	Correction of Message Bodies
	F
	6.6.0
	S5-060645
	IMS2-CH
	g

	04
	32.298
	0032
	-
	Rel-6
	Correction to MessageBody
	F
	6.4.0
	S5-060646
	IMS2-CH
	g

	02
	32.299
	0135
	-
	Rel-6
	Correction on WLAN-Session-ID AVP code
	F
	6.7.0
	S5-060650
	CH
	b

	02
	32.299
	0136
	-
	Rel-7
	Correction on WLAN-Session-ID AVP code
	A
	7.2.0
	S5-060651
	CH
	b

	09
	32.251
	0036
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	7.0.1
	S5-060653
	CH7
	k

	09
	32.298
	0034
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	6.4.0
	S5-060654
	CH7
	k

	01
	32.272
	0015
	-
	Rel-6
	Clarify the description of Number-Of-Participants in PoC-information
	F
	6.3.0
	S5-060657
	CH
	a

	02
	32.299
	0137
	-
	Rel-6
	Correction on LCS AVP codes
	F
	6.7.0
	S5-060658
	CH
	c

	02
	32.299
	0138
	-
	Rel-7
	Correction on LCS AVP codes
	A
	7.2.0
	S5-060659
	CH
	c

	01
	32.272
	0016
	-
	Rel-7
	Clarify the description of Number-Of-Participants in PoC-information
	A
	7.0.0
	S5-060660
	CH
	a

	02
	32.299
	0139
	-
	Rel-6
	Correction on MMS AVP codes
	F
	6.7.0
	S5-060661
	CH
	d

	02
	32.299
	0140
	-
	Rel-7
	Correction on MMS AVP codes
	A
	7.2.0
	S5-060662
	CH
	d

	03
	32.298
	0033
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.4.0
	S5-060672
	CH
	f

	03
	32.299
	0141
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.7.0
	S5-060673
	CH
	f

	03
	32.299
	0142
	-
	Rel-7
	Correction to number of participants charging for PoC
	A
	7.2.0
	S5-060674
	CH
	f

	07
	32.252
	0002
	-
	Rel-6
	Correction to Served PDP Address in WLAN-AN-CDR
	F
	6.1.0
	S5-060678
	WLAN-CH
	

	02
	32.299
	0143
	-
	Rel-6
	Correction on the type of the Number-of-Participants AVP
	F
	6.7.0
	S5-060679
	CH
	e

	02
	32.299
	0144
	-
	Rel-7
	Correction on the type of the Number-of-Participants AVP
	A
	7.2.0
	S5-060680
	CH
	e

	10
	32.299
	0145
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	7.2.0
	S5-060682
	CH7
	m

	10
	32.298
	0035
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.4.0
	S5-060683
	CH7
	m

	06
	32.260
	0030
	-
	Rel-6
	Correction of on-line charging procedures related to IMS Service Termination
	F
	6.6.0
	S5-060697
	IMS2-CH
	

	12
	32.298
	0036
	-
	Rel-7
	Enhancement of eG-CDR regarding Policy and Charging Control (PCC) - Align with SA2's 23.125, 23.203
	C
	6.4.0
	S5-060706
	PCC-CH
	


	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	21
	32.313
	0003
	-
	Rel-6
	Capture all CORBA common types in 32.313
	F
	6.2.0
	S5-060371
	OAM-NIM
	

	29
	32.423
	0012
	-
	Rel-6
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	F
	6.5.0
	S5-060408
	OAM-Trace
	d

	29
	32.423
	0014
	-
	Rel-6
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	F
	6.5.0
	S5-060409
	OAM-Trace
	e

	24
	32.612
	0020
	-
	Rel-6
	Correct the class diagrams and the qualifiers of systemDNs in the "Bulk Configuration Management (CM) Integration Reference Point (IRP)"
	F
	6.4.0
	S5-060633
	OAM-NIM
	

	22
	32.341
	0002
	-
	Rel-6
	Correct the file exchange requirements in File Transfer (FT) Integration Reference Point (IRP)
	F
	6.1.0
	S5-060635
	OAM-NIM
	

	23
	32.412
	0015
	-
	Rel-6
	Correct matching info of notificationType
	F
	6.7.0
	S5-060636
	OAM-NIM
	

	26
	32.632
	0021
	-
	Rel-6
	Add missing CscfFunction IOC to CN NRM
	F
	6.4.0
	S5-060637
	OAM-NIM
	b

	26
	32.633
	0015
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.3.0
	S5-060638
	OAM-NIM
	b

	26
	32.635
	0016
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.4.0
	S5-060639
	OAM-NIM
	b

	27
	32.644
	0018
	-
	Rel-6
	Add missing RET Antenna Functionality to the CMIP Solution Set - Align with 32.642 UTRAN network resources IRP Network Resource Model
	F
	6.2.0
	S5-060647
	OAM-NIM
	

	28
	32.744
	0001
	-
	Rel-6
	Define LinkTpStatus - Align with ITU-T Q.751 and 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.0.0
	S5-060648
	OAM-NIM
	

	25
	32.622
	0027
	-
	Rel-6
	Extend the usage of VsDataContainer by BulkCMIRP to all 3GPP NRMs
	F
	6.5.0
	S5-060663
	OAM-NIM
	

	26
	32.635
	0017
	-
	Rel-6
	Add missing link (Link_Scscf_Scscf) - Align with 32.632
	F
	6.4.0
	S5-060664
	OAM-NIM
	

	25
	32.625
	0024
	-
	Rel-6
	Correct the use of dnList instead of string type for indicating multiple DN
	F
	6.6.0
	S5-060665
	OAM-NIM
	

	27
	32.645
	0028
	-
	Rel-6
	Correct the usage of dnList type for iubLinkUtranCell & controlledCellList
	F
	6.7.0
	S5-060666
	OAM-NIM
	

	32
	32.405
	0009
	-
	Rel-7
	Add RRC Connection Usage Measurements to fully gauge the usage of the UTRAN
	B
	7.1.0
	S5-060684
	OAM7-PM
	

	32
	32.405
	0010
	-
	Rel-7
	Correction to TDD measurements for Received Total Wideband Power and Transmitted Carrier Power
	F
	7.1.0
	S5-060685
	OAM7-PM
	

	20
	32.111-2
	0051
	-
	Rel-5
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	F
	5.8.0
	S5-060687
	OAM-NIM
	a

	20
	32.111-2
	0052
	-
	Rel-6
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	A
	6.8.0
	S5-060688
	OAM-NIM
	a

	27
	32.643
	0027
	-
	Rel-6
	Correct the IOC AntennaFunction data types of latitude and longitude from "short" to "long" to avoid overflow
	F
	6.6.0
	S5-060689
	OAM-NIM
	

	30
	32.741
	0001
	-
	Rel-7
	Add missing M3UA signalling information to the Signalling Transport Network interface NRM IRP Requirements
	B
	6.0.0
	S5-060690
	OAM7-NIM
	

	33
	32.421
	0013
	-
	Rel-7
	Add Cell Traffic Trace capability to 32.421 Trace concepts and requirements
	C
	7.1.0
	S5-060699
	OAM7-Trace
	

	32
	32.405
	0011
	-
	Rel-7
	Add measurements about RAB with different data rates of conversational service - Align with RAN2's 25.993
	B
	7.1.0
	S5-060700
	OAM7-PM
	

	29
	32.423
	0015
	-
	Rel-7
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	A
	7.2.0
	S5-060701
	OAM-Trace
	e

	29
	32.423
	0013
	-
	Rel-7
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	A
	7.2.0
	S5-060702
	OAM-Trace
	d

	32
	32.405
	0012
	-
	Rel-7
	Add measurements about the non-HS carrier power - Align with RAN3's 25.433
	B
	7.1.0
	S5-060710
	OAM7-PM
	

	33
	32.422
	0022
	-
	Rel-7
	Add general mechanism for starting trace recording sessions at IMS Network Elements and UE - to support end-to-end Service Level Tracing for IMS
	B
	7.0.0
	S5-060713
	OAM7-Trace
	

	34
	32.423
	0016
	-
	Rel-7
	Add Trace IEs to differentiate UARFCN for FDD and TDD - Align with RAN2's 25.331
	C
	7.2.0
	S5-060714
	OAM7-Trace
	

	31
	32.101
	0031
	-
	Rel-7
	Add the Domain Manager and its Peer-to-Peer Interface (Itf-P2P) to the Telecom Management Architecture
	C
	7.1.0
	S5-060718
	OAM7-NIM-COOP
	

	26
	32.635
	0018
	-
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	F
	6.4.0
	S5-060719
	OAM-NIM
	

	28
	32.742
	0003
	-
	Rel-6
	Deletion of ManagedFunction and relatedObjects in MTPSignPoint
	F
	6.2.0
	S5-060720
	OAM-NIM
	c

	28
	32.743
	0003
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060721
	OAM-NIM
	c

	28
	32.745
	0004
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060723
	OAM-NIM
	c


B.5
List_of_new_CRs_to-be-added (Sorted by WID)

	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	01
	32.272
	0015
	-
	Rel-6
	Clarify the description of Number-Of-Participants in PoC-information
	F
	6.3.0
	S5-060657
	CH
	a

	01
	32.272
	0016
	-
	Rel-7
	Clarify the description of Number-Of-Participants in PoC-information
	A
	7.0.0
	S5-060660
	CH
	a

	03
	32.298
	0033
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.4.0
	S5-060672
	CH
	f

	02
	32.299
	0135
	-
	Rel-6
	Correction on WLAN-Session-ID AVP code
	F
	6.7.0
	S5-060650
	CH
	b

	02
	32.299
	0136
	-
	Rel-7
	Correction on WLAN-Session-ID AVP code
	A
	7.2.0
	S5-060651
	CH
	b

	02
	32.299
	0137
	-
	Rel-6
	Correction on LCS AVP codes
	F
	6.7.0
	S5-060658
	CH
	c

	02
	32.299
	0138
	-
	Rel-7
	Correction on LCS AVP codes
	A
	7.2.0
	S5-060659
	CH
	c

	02
	32.299
	0139
	-
	Rel-6
	Correction on MMS AVP codes
	F
	6.7.0
	S5-060661
	CH
	d

	02
	32.299
	0140
	-
	Rel-7
	Correction on MMS AVP codes
	A
	7.2.0
	S5-060662
	CH
	d

	03
	32.299
	0141
	-
	Rel-6
	Correction to number of participants charging for PoC
	F
	6.7.0
	S5-060673
	CH
	f

	03
	32.299
	0142
	-
	Rel-7
	Correction to number of participants charging for PoC
	A
	7.2.0
	S5-060674
	CH
	f

	02
	32.299
	0143
	-
	Rel-6
	Correction on the type of the Number-of-Participants AVP
	F
	6.7.0
	S5-060679
	CH
	e

	02
	32.299
	0144
	-
	Rel-7
	Correction on the type of the Number-of-Participants AVP
	A
	7.2.0
	S5-060680
	CH
	e

	09
	32.251
	0036
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	7.0.1
	S5-060653
	CH7
	k

	10
	32.260
	0028
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.6.0
	S5-060626
	CH7
	m

	09
	32.298
	0034
	-
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101
	B
	6.4.0
	S5-060654
	CH7
	k

	10
	32.298
	0035
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	6.4.0
	S5-060683
	CH7
	m

	10
	32.299
	0145
	-
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	C
	7.2.0
	S5-060682
	CH7
	m

	08
	32.273
	0008
	-
	Rel-6
	Resolve outstanding "Editor's notes" in MBMS charging
	F
	6.4.0
	S5-060485
	CH-MBMS
	

	11
	32.240
	0009
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.3.0
	S5-060629
	FBI-PCBL-CH
	n

	11
	32.260
	0029
	-
	Rel-7
	Extend the the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	C
	6.6.0
	S5-060630
	FBI-PCBL-CH
	n

	04
	32.260
	0027
	-
	Rel-6
	Correction of Message Bodies
	F
	6.6.0
	S5-060645
	IMS2-CH
	g

	06
	32.260
	0030
	-
	Rel-6
	Correction of on-line charging procedures related to IMS Service Termination
	F
	6.6.0
	S5-060697
	IMS2-CH
	

	04
	32.298
	0032
	-
	Rel-6
	Correction to MessageBody
	F
	6.4.0
	S5-060646
	IMS2-CH
	g

	05
	32.299
	0131
	-
	Rel-6
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	F
	6.7.0
	S5-060627
	IMS2-CH
	h

	05
	32.299
	0132
	-
	Rel-7
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	A
	7.2.0
	S5-060625
	IMS2-CH
	h

	05
	32.299
	0133
	-
	Rel-6
	Correction to IMS-Information AVP - Align with 32.260
	F
	6.7.0
	S5-060631
	IMS2-CH
	i

	05
	32.299
	0134
	-
	Rel-7
	Correction to IMS-Information AVP - Align with 32.260
	A
	7.2.0
	S5-060632
	IMS2-CH
	i

	12
	32.298
	0036
	-
	Rel-7
	Enhancement of eG-CDR regarding Policy and Charging Control (PCC) - Align with SA2's 23.125, 23.203
	C
	6.4.0
	S5-060706
	PCC-CH
	

	07
	32.252
	0002
	-
	Rel-6
	Correction to Served PDP Address in WLAN-AN-CDR
	F
	6.1.0
	S5-060678
	WLAN-CH
	


	Doc-1st
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	Doc-2nd-Level
	Workitem
	Rem

	30
	32.741
	0001
	-
	Rel-7
	Add missing M3UA signalling information to the Signalling Transport Network interface NRM IRP Requirements
	B
	6.0.0
	S5-060690
	OAM7-NIM
	

	31
	32.101
	0031
	-
	Rel-7
	Add the Domain Manager and its Peer-to-Peer Interface (Itf-P2P) to the Telecom Management Architecture
	C
	7.1.0
	S5-060718
	OAM7-NIM-COOP
	

	32
	32.405
	0009
	-
	Rel-7
	Add RRC Connection Usage Measurements to fully gauge the usage of the UTRAN
	B
	7.1.0
	S5-060684
	OAM7-PM
	

	32
	32.405
	0010
	-
	Rel-7
	Correction to TDD measurements for Received Total Wideband Power and Transmitted Carrier Power
	F
	7.1.0
	S5-060685
	OAM7-PM
	

	32
	32.405
	0011
	-
	Rel-7
	Add measurements about RAB with different data rates of conversational service - Align with RAN2's 25.993
	B
	7.1.0
	S5-060700
	OAM7-PM
	

	32
	32.405
	0012
	-
	Rel-7
	Add measurements about the non-HS carrier power - Align with RAN3's 25.433
	B
	7.1.0
	S5-060710
	OAM7-PM
	

	33
	32.421
	0013
	-
	Rel-7
	Add Cell Traffic Trace capability to 32.421 Trace concepts and requirements
	C
	7.1.0
	S5-060699
	OAM7-Trace
	

	33
	32.422
	0022
	-
	Rel-7
	Add general mechanism for starting trace recording sessions at IMS Network Elements and UE - to support end-to-end Service Level Tracing for IMS
	B
	7.0.0
	S5-060713
	OAM7-Trace
	

	34
	32.423
	0016
	-
	Rel-7
	Add Trace IEs to differentiate UARFCN for FDD and TDD - Align with RAN2's 25.331
	C
	7.2.0
	S5-060714
	OAM7-Trace
	

	20
	32.111-2
	0051
	-
	Rel-5
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	F
	5.8.0
	S5-060687
	OAM-NIM
	a

	20
	32.111-2
	0052
	-
	Rel-6
	Add missing "active alarm" definition in "Alarm Integration Reference Point (IRP) Information Service (IS)"
	A
	6.8.0
	S5-060688
	OAM-NIM
	a

	21
	32.313
	0003
	-
	Rel-6
	Capture all CORBA common types in 32.313
	F
	6.2.0
	S5-060371
	OAM-NIM
	

	22
	32.341
	0002
	-
	Rel-6
	Correct the file exchange requirements in File Transfer (FT) Integration Reference Point (IRP)
	F
	6.1.0
	S5-060635
	OAM-NIM
	

	23
	32.412
	0015
	-
	Rel-6
	Correct matching info of notificationType
	F
	6.7.0
	S5-060636
	OAM-NIM
	

	24
	32.612
	0020
	-
	Rel-6
	Correct the class diagrams and the qualifiers of systemDNs in the "Bulk Configuration Management (CM) Integration Reference Point (IRP)"
	F
	6.4.0
	S5-060633
	OAM-NIM
	

	25
	32.622
	0027
	-
	Rel-6
	Extend the usage of VsDataContainer by BulkCMIRP to all 3GPP NRMs
	F
	6.5.0
	S5-060663
	OAM-NIM
	

	25
	32.625
	0024
	-
	Rel-6
	Correct the use of dnList instead of string type for indicating multiple DN
	F
	6.6.0
	S5-060665
	OAM-NIM
	

	26
	32.632
	0021
	-
	Rel-6
	Add missing CscfFunction IOC to CN NRM
	F
	6.4.0
	S5-060637
	OAM-NIM
	b

	26
	32.633
	0015
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.3.0
	S5-060638
	OAM-NIM
	b

	26
	32.635
	0016
	-
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	F
	6.4.0
	S5-060639
	OAM-NIM
	b

	26
	32.635
	0017
	-
	Rel-6
	Add missing link (Link_Scscf_Scscf) - Align with 32.632
	F
	6.4.0
	S5-060664
	OAM-NIM
	

	26
	32.635
	0018
	-
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	F
	6.4.0
	S5-060719
	OAM-NIM
	

	27
	32.643
	0027
	-
	Rel-6
	Correct the IOC AntennaFunction data types of latitude and longitude from "short" to "long" to avoid overflow
	F
	6.6.0
	S5-060689
	OAM-NIM
	

	27
	32.644
	0018
	-
	Rel-6
	Add missing RET Antenna Functionality to the CMIP Solution Set - Align with 32.642 UTRAN network resources IRP Network Resource Model
	F
	6.2.0
	S5-060647
	OAM-NIM
	

	27
	32.645
	0028
	-
	Rel-6
	Correct the usage of dnList type for iubLinkUtranCell & controlledCellList
	F
	6.7.0
	S5-060666
	OAM-NIM
	

	28
	32.742
	0003
	-
	Rel-6
	Deletion of ManagedFunction and relatedObjects in MTPSignPoint
	F
	6.2.0
	S5-060720
	OAM-NIM
	c

	28
	32.743
	0003
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060721
	OAM-NIM
	c

	28
	32.744
	0001
	-
	Rel-6
	Define LinkTpStatus - Align with ITU-T Q.751 and 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.0.0
	S5-060648
	OAM-NIM
	

	28
	32.745
	0004
	-
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	F
	6.2.0
	S5-060723
	OAM-NIM
	c

	29
	32.423
	0012
	-
	Rel-6
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	F
	6.5.0
	S5-060408
	OAM-Trace
	d

	29
	32.423
	0013
	-
	Rel-7
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	A
	7.2.0
	S5-060702
	OAM-Trace
	d

	29
	32.423
	0014
	-
	Rel-6
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	F
	6.5.0
	S5-060409
	OAM-Trace
	e

	29
	32.423
	0015
	-
	Rel-7
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	A
	7.2.0
	S5-060701
	OAM-Trace
	e




























































































�PAGE \# "'Page: '#'�'"  �� Document number





3GPP


