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1
Decision/action requested

Decide if these requirements should go into 32.111-1 or into a new TS series.
2
References

S5-050232 Rel-7 WID AdvancedAlarming

S5-060333 Report about WT53 session (AdvancedAlarming) [at SA5#48]

S5-060586 Draft requirements for Advanced Alarming on Itf-N, Version 0.0.7 (at SA5#48)

3
Rationale

Regarding the requirements this is an update of S5-060586; change marks refer to this version. The comments from SA5#48 were incorporated into this new version. No other changes were made.
4
Detailed proposal

1. Requirements for Advanced Alarming on Itf-N
1.1. The IRPManager may send requests to the IRPAgent to a) categorize alarms and b) to act based on these categories, e.g. to discard. The IRPManager shall be enabled to revoke such requests from the IRPAgent.

1.2. The categorization as insignificant is done by the IRP manager by first defining and then applying one or several rules in the Information Service for advanced alarming. The choice of rule/s may depend on the type of alarm, the environment, the time of day, the type of network element, the alarm severity, the location and many more. No restriction is imposed in this regard.

1.3. The IRPManager shall be able to request from the IRPAgent the definition of an advanced alarming rule.

1.4. The IRPManager shall be able to request from the IRPAgent the deletion of a defined advanced alarming rule.

1.5. An IRP manager shall be able to request from the IRP agent that the advanced alarming rules shall be applied to one or several of the following:
+ alarm notifications to be sent to this IRP manager 
+ advanced alarming requests by this IRP manager to read the alarm list 
+ advanced alarming requests by this IRP manager to retrieve data from the alarm log 
+ advanced alarming requests by this IRP manager to export log records into a log file
Such requests only affect the requesting IRPManager. 
The application sequence of several defined rules (e.g. rules A and B) is done by first defining a rule (e.g. C) which determines the application sequence of these rules (e.g. first rule A, then rule B) and then applying this rule (C). 
1.6.  The IRPManager shall be able to request from the IRPAgent a list of the defined advanced alarming rules and the advanced alarming rules which are currently applied for this IRP Manager.
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