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	1st Modified Section


6.3.2.2
Input Parameters

	Name
	Qualifier
	Information Type
	Comment

	alarmAckState
	O
	ENUM (all alarms, all active alarms, all active and acknowledged alarms, all active and unacknowledged, all Cleared and unacknowledged alarms, all unacknowledged)
	It carries a constraint. The IRPAgent shall apply it on AlarmInformation instances in AlarmList when constructing its output parameter AlarmInformationList.

	baseObjectClass
	O, see note 1
	This parameter is either absent or carries the object class of a certain MO.
	If this parameter is absent, then all AlarmInformation instances in the AlarmList shall be returned.

If the parameter carries the object class of a certain MO, then all AlarmInformation instances (and associated IOC instances) of the MO identified by the parameter baseObjectInstance and its subordinate MOs shall be returned. The AlarmInformation instances not related to the subject MO and its subordinate MOs shall not be returned (see note 2).

	baseObjectInstance
	O, see note 1
	This parameter is either absent or carries the DN of a certain MO.
	If the objectClass parameter is absent, then this parameter shall be absent.

If the baseObjectClass parameter carries the object class of a certain MO, then this parameter shall carry the DN of the related MO instance. The AlarmList has to be returned only for alarms concerning that MO and its subordinate MOs (see note 2).

	filter
	O
	N/A
	It carries a filter constraint. The IRPAgent shall apply it on AlarmInformation instances in AlarmList when constructing its output parameter AlarmInformationList.

	managerReference
	O
	See 32.302
	This delivers to the IRP Agent the information which IRP Manager issued the getAlarmList request. The information is needed for the correct functionality of delta synchronization of alarms in a multi-manager configuration.

	NOTE 1:
If the notification notifyAlarmListRebuilt supports indicating that only a part of the alarm list has been rebuilt then the operation getAlarmList shall support partial alarm alignment.

NOTE 2:
The legal values of the parameters baseObjectClass and baseObjectInstance are restricted to those carried by the parameters baseObjectClass and baseObjectInstance in the recent notifyAlarmListRebuilt notifications. The timeline for “recent” is vendor-specific.


	End of modifications
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