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	1st Modified Section


5.1.3
Charging based on number of participants
Charging based on number of participants is possible at both the controlling and participating PoC servers if the information is provided by the controlling PoC server to the participating PoC server as defined by OMA PoC User Plane [205]. 
	Next Modified Section


5.3.2.5
Participant number based charging
Figure 5.3.2.5 shows the Diameter transactions that are required between Controlling PoC Server and OCS in participant number based charging for the session owner.
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Figure 5.3.2.5: Message Sequence Chart for Offline Charging in Mid PoC Session

(1) PoC client sends SIP INVITE request to controlling PoC server to generate a multi-participants session.

(2) Controlling PoC server sends initial CCR request to OCS, with the pre-defined group participant number for quota reservation. In case of the Ad-hoc session, Controlling PoC server sends initial CCR request for quota reservation, with initial invited participant number.
(3) OCS performs Quota reservation.

(4) OCS responses the CCA with enabling  trigger condition of CHANGE_IN_PARTICIPANTS_NMB or CHANGE_IN_ THRSHLD_OF_PARTICIPANTS_NMB.
(5) Controlling PoC server forward the INVITE request  to participants.

(6) During the session ongoing, participant can send BYE or 200 OK to Participanting PoC server.

(7) Participanting PoC server forwards the message to Controlling PoC server.

(8) Controlling PoC server monitors the trigger conditions, if one of the conditions occurs, it goes to next procedure.

(9) Controlling PoC server sends update request, with the changed Rating Group.

(10) OCS performs re-authorization.

(11) OCS sends CCA to Controlling PoC server.
	End of modifications
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