Page 1



3GPP TSG-SA5 (Telecom Management)
(
S5-070242
Meeting SA5#51, 22 - 26 Jan 2007, Seville, SPAIN
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	32.405
	CR
	CRNum
	(

rev
	-
	(

Current version:
	7.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Add measurements related to UTRAN cell traffic performance for PS domain

	
	

	Source to WG:
(

	China Mobile (liangshuangchun@sjy.chinamobile.com, liyewen@chinamobile.com) 

	Source to TSG:
(

	S5

	
	

	Work item code:
(

	OAM7- PM
	
	Date: (

	26/01/2007

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(
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	1st Modified Section


4.x
UTRAN cell traffic

4.x.1
Number of octets of UTRAN cell data packets for PS domain

4.x.1.1
Number of octets of UTRAN cell outgoing data packets for PS domain

a) This measurement provides the number of octets of UTRAN cell outgoing data packets for PS domain. The measurement is split into subcounters per traffic class (See the 3GPP23.107 [2]).

b) CC.

c) Transmission by RNC of a PDU on the RLC layer. The number of octets of UTRAN cell outgoing data packets of RLC layer is calculated by multiplying the number of RLC PDUs by the length of the RLC PDU in octets including header.

d) Each measurement is an integer value.

e) The measurement name has the form 
RLC.OutDataOctPS.Conv
RLC.OutDataOctPS. Strm
RLC.OutDataOctPS. Intact
RLC.OutDataOctPS. Bgrd.

f) UtranCell.

g) Valid for packet switched.

h) UMTS.
4.x.1.2
Number of octets of UTRAN cell incoming data packets for PS domain

a) This measurement provides the number of octets of UTRAN cell incoming data packets for PS domain. The measurement is split into subcounters per traffic class (See the 3GPP23.107 [2]).

b) CC.

c) Receipt by RNC of a PDU on the RLC layer. The number of octets of UTRAN cell incoming data packets of RLC layer is calculated by multiplying the number of RLC PDUs by the length of the RLC PDU in octets including header.

d) Each measurement is an integer value.

e) The measurement name has the form 
RLC.InDataOctPS.Conv
RLC.InDataOctPS.Strm
RLC.InDataOctPS.Intact
RLC.InDataOctPS.Bgrd.
f) UtranCell.

g) Valid for packet switched.

h) UMTS.
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