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1
Decision/action requested

Introduce the counters for cell update attempts into 3GPP TS 32.405 – Use Case
2
References

(Reference - in list form - should be made to previous SA5/3GPP/etc. documents.)

[1] 3GPP TS 32.405: "Performance Management (PM); Performance measurements Universal Terrestrial Radio Access Network (UTRAN)".
[2] 3GPP TS 25.331: "Radio Resource Control (RRC) protocol specification".
3
Rationale

(with bullet points, the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

ZTE’s view is that adding measurements related to cell update attempts will be useful for network maintenance, though there is a measurement related to RRC re-establishment using the Cell Update cause "Radio link failure" in 32.405. The current measurement item 4.5.1 is only a subset in measurements related cell updates; it can not provide the full measurements which is helpful for network management.

Consider the following actual scene:

When the network becomes unstable, there will be large numbers of cell updates attempts in some cells with the cause “radio link failure” or “RLC unrecoverable error”.  If the network performance measurements can provide the ability to measure the cell update attempts, it will be very useful for operators to find the network unstable reason quickly and fix up the network problem in time. 

4
Detailed proposal

Add measurements related to cell update in TS32.405. Detailed proposal in ZTE CR Add measurements related to cell update in 32.405.doc.
