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ABSTRACT:

This contribution discusses errors discovered in 3GPP SA5 R7 CORBA IDL and XSD documents.

RECOMMENDATION:

This is intended for further discussion.

1. Introduction

This contribution discusses errors discovered in 3GPP SA5 R7 CORBA IDL and XSD documents.

2. CORBA IDL Compile Errors

2.1 32.743

2.1.1 Old

     struct sCTPAssocAddrType 

     {

       unsigned long portId,
       AddrType addrType,

       string IPaddr

     };
2.1.2 New

     struct sCTPAssocAddrType 

     {

       unsigned long portId;
       AddrType addrType;
       string Ipaddr;

    };
2.2 32.623

Also an issue in R6.

2.2.1 Old

    enum Signal {OK, FAILURE, PARTIAL_FAILURE};

    enum Result {SUCCESS, FAILURE};
2.2.2 New

Duplicate FAILURE identifier. Need to change one of the FAILURE identifiers and update all specifications referencing these attributes with the change.

2.3 32.373

2.3.1 Old

//File: SecurityServiceConstDefs.idl

#ifndef _SECURITYSERVICEConstDefs_idl_
#define _SECURITYSERVICEConstDefs_idl_
// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: SecurityServiceConstDefs

This module contains definitions specific for Security Service Request Interceptor Solution.

================================================================

*/

module SecurityServiceConstDefs

{

   typedef Any Auth_Data;

   /*

   Define the credential in Request Interceptor Solution specified in
   the Security Service: IS.

   */

   interface Credential

   {

      Auth_Data authenticationData;

   }; 

};

#endif  // _SECURITYSERVICEConstDefs_idl_
2.3.2 New

//File: SecurityServiceConstDefs.idl

#ifndef _SECURITYSERVICEConstDefs_idl_
#define _SECURITYSERVICEConstDefs_idl_
// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: SecurityServiceConstDefs

This module contains definitions specific for Security Service Request Interceptor Solution.

================================================================

*/

module SecurityServiceConstDefs

{

   typedef any Auth_Data;

   /*

   Define the credential in Request Interceptor Solution specified in
   the Security Service: IS.

   */

   interface Credential

   {

      typedef Auth_Data authenticationData;

   }; 

};

#endif  // _SECURITYSERVICEConstDefs_idl_

2.3.3 Old

//File: SecurityServiceSystem.idl

#ifndef _SECURITYSERVICESYSTEM_idl_

#define _SECURITYSERVICESystem_idl_
#include "SecurityServiceConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: SecurityServiceSystem

This module implements capabilities of IRP Security Service.

================================================================

*/

module SecurityServiceSystem

{

   /*

   System fails to complete the operation.  System can provide reason

   to qualify the exception.  The semantics carried in reason

   is outside the scope of this IRP.

   */

   exception AuthenticationException { string reason; };

   exception AuthorizationException { string reason; };

}

#endif  // _SECURITYSERVICESYSTEM_idl_

2.3.4 New

//File: SecurityServiceSystem.idl

#ifndef _SECURITYSERVICESYSTEM_idl_

#define _SECURITYSERVICESystem_idl_
#include "SecurityServiceConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: SecurityServiceSystem

This module implements capabilities of IRP Security Service.

================================================================

*/

module SecurityServiceSystem

{

   /*

   System fails to complete the operation.  System can provide reason

   to qualify the exception.  The semantics carried in reason

   is outside the scope of this IRP.

   */

   exception AuthenticationException { string reason; };

   exception AuthorizationException { string reason; };

};

#endif  // _SECURITYSERVICESYSTEM_idl_
2.4 32.725

2.4.1 Old

(file name "RepeaterNrm.xsd")

The following XML schema RepeaterNrm.xsd is the NRM-specific schema for the Repeater Network Resources IRP NRM defined in 3GPP TS 32.722 [1]:

<?xml version="1.0" encoding="UTF-8"?>

<!--

  3GPP TS 32.722 Repeater Network Resources IRP

  Bulk CM Configuration data file NRM-specific XML schema

  repeaterNrm.xsd

-->

<schema

  targetNamespace=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.722#repeaterNrm"

2.4.2 New

(file name "repeaterNrm.xsd")

The following XML schema repeaterNrm.xsd is the NRM-specific schema for the Repeater Network Resources IRP NRM defined in 3GPP TS 32.725 [1]:

<?xml version="1.0" encoding="UTF-8"?>

<!--

  3GPP TS 32.725 Repeater Network Resources IRP

  Bulk CM Configuration data file NRM-specific XML schema

  repeaterNrm.xsd

-->

<schema

  targetNamespace=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.725#repeaterNrm"

2.5 32.735

2.5.1 Old

  <!—IMS NRM IRP IS class associated XML elements -->
2.5.2 New

  <!--IMS NRM IRP IS class associated XML elements -->
------------
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