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Information Service (IS) template

The present document contains the templates to be used for the production of all Integration Reference Point (IRP) Information Service (IS) specifications within the 3GPP 32-series.

The clauses in this template that shall be used in the IS specifications are numbered starting with "X", which in general should correspond to clause 4 that is the beginning of the main part of the TS. However, if there is a need in a specific IS to introduce additional clauses in the body, X may correspond to a number higher than 4. 
For a NRM IRP IS, only clause X shall be used.   
For an Interface IRP IS, both clauses X and Y shall be used.
The introductory clauses (from clause 1 to clause 3) for the IS should be taken from the standard 3GPP TS template (i.e. not this IRP IS templates).

The IS template uses qualifiers M, O, CM, CO and C. The semantics of these qualifiers are defined in TS 32.150 [3].
Usage of fonts shall be according to the following table.

	Item
	Font

	Class names
	Courier New

	Attribute names
	Courier New

	Operation names
	Courier New

	Parameter names
	Courier New

	Assertion names
	Courier New

	Notification names
	Courier New

	Exception names
	Courier New

	State names
	Arial

	Enumerated values
	Arial

	NOTE:
These font requirements do not apply to UML diagrams.


X
Information Object Classes

This “X” clause shall be used for NRM IRP ISs.  This “X” clause shall also be used for Interface IRP ISs.  

"X" represents a clause number in the actual Information Service TS. 
	Next Modified Section


Y
Interface Definition

This “Y” clause shall be used for Interface IRP ISs.
"Y" represents a number, immediately following "X".  
	End of document
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