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	1st Modified Section


5.2.9 IOC TmaFunction
Mapping from NRM IOC TmaFunction attributes and associations to SS equivalent MOC TmaFunction attributes
	NRM Attributes of IOC tmaFunction in 3GPP TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	tmaFunctionID
	tmaFunctionID
	string
	M
	M
	-

	userLabel
	userLabel
	string
	M
	M
	M

	tmaSubunitNumber
	tmaSubunitNumber
	unsigned short
	M
	M
	M

	tmaStateFlag
	tmaStateFlag
	unsigned short
	M
	M
	O

	tmaFunctionFlag
	tmaFunctionFlag
	unsigned short 
	M
	M
	M

	tmaMinGain
	tmaMinGain
	unsigned short 
	M
	M
	-

	tmaMaxGain
	tmaMaxGain
	unsigned short 
	M
	M
	-

	tmaResolution
	tmaResolution
	unsigned short 
	M
	M
	-

	tmaGainFigure
	tmaGainFigure
	unsigned short 
	M
	M
	O

	tmaNumberOfSubunits
	tmaNumber OfSubunits
	unsigned short 
	M
	M
	-

	tmaNumberOfNon-LinearGainValues
	tmaNumberOfNon-LinearGainValues
	unsigned short 
	M
	M
	-

	tmaNon-LinearGainValue
	tmaNon-LinearGainValue
	sequence of unsigned short
	M
	M
	M

	tmaUtranCellList
	tmaUtranCellList
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	M
	M
	M

	tmaAdditionalDataFieldNumber
	tmaAdditionalDataFieldNumber
	unsigned short
	M
	M
	M

	tmaAntennaModelNumber
	tmaAntennaModelNumber
	string
	M
	M
	M

	tmaAntennaSerialNumber
	tmaAntennaSerialNumber
	string
	M
	M
	M

	tmaAntennaOperatingBands
	tmaAntennaOperatingBands
	unsigned short
	M
	M
	M

	tmaBeamwidthForEachOpBandInBandOrder
	tmaBeamwidthForEachOpBandInBandOrder
	sequence of unsigned short
	M
	M
	M

	tmaGainForEachOpBandInBandOrder
	tmaGainForEachOpBandInBandOrder
	sequence of unsigned short
	M
	M
	M

	tmaInstallationDate
	tmaInstallationDate
	string
	M
	M
	M

	tmaInstallersId
	tmaInstallersId
	string
	M
	M
	M

	tmaBaseStationId
	tmaBaseStationId
	string
	M
	M
	M

	tmaSectorId
	tmaSectorId
	string
	M
	M
	M

	tmaAntennaBearing
	tmaAntennaBearing
	unsigned short
	M
	M
	M

	tmaInstalledMechanicalTilt
	tmaInstalledMechanicalTilt
	signed short
	M
	M
	M

	tmaSubunitType
	tmaSubunitType
	unsigned short
	M
	M
	M

	tmaSubunitRxFrequencyBand
	tmaSubunitRxFrequencyBand
	sequence of unsigned short
	M
	M
	M

	tmaSubunitTxFrequencyBand
	tmaSubunitTxFrequencyBand
	sequence of unsigned short
	M
	M
	M

	tmaMaxSupportedGain
	tmaMaxSupportedGain
	unsigned short
	M
	M
	M

	tmaMinSupportedGain
	tmaMinSupportedGain
	unsigned short
	M
	M
	M

	tmaGainResolution
	tmaGainResolution
	unsigned short
	M
	M
	M
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