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	1st Modified Section


5.5.2
Credit control and balance management

Editor’s note: There may be more issues to consider in this clause, e.g. consideration of proper amounts for reservation.
5.5.2.1
Use of credit pooling

Credit fragmentation can occur when it is necessary to grant separate quotas. Granting each quota causes some of the user's credit to be reserved at the Server. It is then possible that all the user's credit may be reserved when the user wishes to start using a new service. The new service may then be denied, despite the fact that there remains unused credit in the user's account.

To avoid such credit fragmentation and unnecessary load on the server, it is possible for multiple quotas provided to be linked into a credit pool. The client may then consider the quotas to form a single pool of credit, from which all services draw units.

The reference to a credit pool includes a translation factor derived from the rating parameter, which translates from units of a specific type (time/volume) to the abstract units in the pool.

The use of credit pooling is described in IETF RFC 4006 [402].
5.5.2.2
Alternate Party Online Charging
This applies to the alternate charged party in Charged Party principles defined in [101]. 

In Online Charging as an alternative it is possible that neither calling nor called party can be charged for the service request. The alternate charged party may be pre-registered or be temporarily selected by user before the service start or during the service delivery.  Charging entity may need to perform some verification before the alternate Party charging is authorized.
	End of modifications
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