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	1st Modified Section


5.2
Managing Trace Sessions

The IRPManager shall be able to request the IRPAgent to:

· Activate a Trace Session for a specific subscriber or equipment in a specific NE. The trace session activation shall be possible both for management based activation (") and for signalling based activation ("). It shall also be possible to schedule the activation. The trace session activation shall also be possible for Service Level Tracing and for cell traffic trace.

· Retrieve the Trace Records in a file. The data format of the file shall be specified in the 3GPP defined trace specifications (See 3GPP TS 32.423 [6]).
· Retrieve the Trace Records of one specific Trace Session.

· Emit notification when a Trace Session's configuration parameters are changed in the NE or when a Trace Session is activated from the EM directly.

· Emit notification when a Trace Recording Session was not started in the NE for any reason.
· Interrogate the configuration parameters and other information of a specific Trace Session.

· Interrogate the list of activated Trace Sessions in a specific NE. The Trace Session is identified by a combination of the following parameters: the Trace Reference, the IMSI, IMEI(SV), MSISDN (when it is available in the network elements)  or the Private User Identity. In case of cell traffic trace the Trace Session is identified by the Trace Reference and the identifier of the UTRAN cell (e.g. rncId +cId) where the trace was activated.. 
· Deactivate a Trace Session for a specific subscriber or equipment in a specific NE. The trace session deactivation shall be possible for both " and ". It shall also be possible to schedule the deactivation. The Trace Session deactivation shall also be possible for Service Level Tracing and for cell traffic trace.

Editor's note: The requirements for Service Level Tracing are FFS.

The Trace Session Deactivation shall target the same NE as the Trace Session Activation. If the trace session is activated in more than one NE, the trace session shall be deactivated in all those NEs. During Trace Session deactivation the Trace Reference and the object of the trace (IMSI, IMEI(SV), MSISDN (when it is available in the network elements),  Private User Identity, or the object of the cell traffic trace (UtranCell(s)) shall be given. In case of a failed Trace Session Deactivation there shall be a mechanism to ensure that unnecessary Trace Sessions will nor remain active in the network (i.e. send Trace Session Deactivation multiple times, etc.).
The IRPManager is responsible for allocating a unique Trace Reference for the Trace Sessions it's activate.

It shall be possible that an IRPManager activates/deactivates a Trace Session to multiple NEs for multiple subscribers or equipments or service initiated from a UE. In case of Service Level Trace the IRPManager shall be able to send the Trace Session Activation/Deactivation also to the Device Management Server.

The IRPManager is responsible for scheduling the Trace Session Activation and Deactivation, i.e. there is no requirement to Itf-N due to scheduling the Trace Session Activation/Deactivation.
	End of modifications
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