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	1st Modified Section


6.1.2.2
Release Identifier

This three bit field contains a value that identifies the 3GPP Release of the Technical Specification indicated in "TS number" (see clause 6.1.2.5). Its value is set / used according to the following rules:

· A "TS number" of "0" indicates a Rel-99 3GPP TS (32.005 or 32.015), and  this parameter shall be ignored;

· A "TS number" of  "1" indicates a Rel-4 3GPP TS (32.205, 32.215 or 32.235);

· A "TS number" of  "2" indicates a Rel-5 3GPP TS (32.205, 32.215, 32.225 or 32.235) ;

· A "TS number" of  "3" indicates Rel-6 3GPP TS (32.240, 32.260, 32.296, 32.297, 32.298, 32.299);
· A number of "4" indicates 3GPP Rel-7 TS (32.260, 32.271, 32.272, 32.273, 32.296, 32.297, 32.298, 32.299);
· Additional "TS numbers incremented by "1", up through 7, indicate subsequent releases.
It is proposed to change this text in a table as follows:
6.1.2.2
Release Identifier

This three bit field contains a value that identifies the 3GPP Release of the Technical Specification indicated in "TS number" (see clause 6.1.2.5). Its value is set / used according to the following rules:
Table : Release Identifier

	
“Release

Identifier”
(3 bits)
	3GPP Release
	Indicates 3GPP “TS number”  for the release
	Comment

	"0"
	Rel-99
	32.005 or 32.015
	this parameter shall be ignored

	"1"
	Rel-4
	32.205, 32.215 or 32.235
	

	"2"
	Rel-5
	32.205, 32.215, 32.225 or 32.235
	

	"3"
	Rel-6
	32.250,32.251,32.252,32.260, ,32.270, 32.271, 32.272, 32.273
	

	"4"
	Rel-7
	32.250,32.251,32.252,32.260,32.270, 32.271, 32.272, 32.273, 
	

	
	
	
	

	NOTE:
Additional "Release Identifier” incremented by "1", up through 7, indicate subsequent releases


	Next Modified Section


6.1.2.5
TS number

This five bit field contains a binary value that identifies the number of the TS CDR encoding according to the following table:

· "0" signifies TS 32.005

· "1" signifies TS 32.015

· "2" signifies TS 32.205

· "3" signifies TS 32.215

· "4" signifies TS 32.225

· "5" signifies TS 32.235

· "6" signifies TS 32.250

· "7" signifies TS 32.251

· "8" signifies TS 32.252

· "9" signifies TS 32.260

· "10" signifies TS 32.270

· "11" signifies TS 32.271

· "12" signifies TS 32.272

· "13" signifies TS 32.273

· "14-31" are for future use.

It is proposed to change this text in a table as follows:
6.1.2.5
TS number

This five bit field contains a binary value that identifies the number of the TS CDR encoding according to the following table:
TS number

	“TS Number” Identifier (5 bits)
	TS number

	0
	32.005

	1
	32.015

	2
	32.205

	3
	32.215

	4
	32.225

	5
	32.235

	6
	32.250

	7
	32.251

	8
	32.252

	9
	32.260

	10
	32.270

	11
	32.271

	12
	32.272

	13
	32.273

	NOTE:
14-31 are for future use.


	End of modifications
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