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	32.150
	0011
	-
	Rel-7
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	F
	7.2.0
	Ericsson
	S5-080207
	OAM7

	32.150
	0012
	-
	Rel-8
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	A
	8.0.0
	Ericsson
	S5-080208
	OAM7

	32.240
	0015
	-
	Rel-8
	Add NE Interconnect Border Contol Function (IBCF) to the IMS Charging architecture
	B
	8.1.0
	Alcatel-Lu
	S5-080179
	IMSTSS

	32.251
	0062
	-
	Rel-8
	Align with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	S5-080189
	EPC-CH

	32.251
	0063
	-
	Rel-8
	Enhance the PS architecture to correspond with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	S5-080190
	EPC-CH

	32.260
	0055
	-
	Rel-8
	Add IBCF into stage 2 flows and data descriptions for IMS Charging - Align with 23.002, 23.228
	B
	8.2.0
	Alcatel-Lu
	S5-080180
	IMSTSS

	32.297
	0005
	-
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	F
	7.0.0
	Alcatel-Lu
	S5-080186
	CH7

	32.298
	0081
	-
	Rel-8
	Add CDR fields for IBCF
	B
	8.0.0
	Alcatel-Lu
	S5-080181
	IMSTSS

	32.299
	0206
	-
	Rel-8
	Add IBCF to Node-Functionality AVP list of NEs
	B
	8.1.0
	Alcatel-Lu
	S5-080182
	IMSTSS

	32.299
	0207
	-
	Rel-8
	Usage of CC-Correlation-Id in online charging - Align with IETF RFC 4006
	C
	8.1.0
	Huawei, CM
	S5-080188
	CH8

	32.299
	0208
	-
	Rel-8
	Align Number-Of-Messages-Sent AVP in Diameter Binding for SMS charging with new R8 TS 32.274
	C
	8.1.0
	Huawei
	S5-080191
	CH8

	32.322
	0007
	-
	Rel-6
	Do not force Solution Sets to use toBeMonitoredAttributes
	F
	6.3.0
	Nokia Siem
	S5-080214
	OAM-NIM

	32.322
	0008
	-
	Rel-7
	Remove toBeMonitoredAttributes
	A
	7.1.0
	Nokia Siem
	S5-080215
	OAM-NIM

	32.323
	0005
	-
	Rel-6
	Correct filterability of testInvocationInitiator - Align with 32.322 Information Service
	F
	6.3.0
	Nokia Siem
	S5-080252
	OAM-NIM

	32.323
	0006
	-
	Rel-7
	Correct filterability of testInvocationInitiator, alignment with 32.322 IS
	A
	7.0.0
	Nokia Siem
	S5-080253
	OAM-NIM

	32.404
	0007
	-
	Rel-8
	Add rule for generic measurement definition
	C
	8.0.0
	Nortel
	S5-080212
	OAM8

	32.405
	0040
	-
	Rel-8
	Correct measurement name for abnormal RB releases for HS-DSCH - Replace HS by HSDPA
	F
	8.1.0
	China Mobi
	S5-080147
	OAM8

	32.405
	0041
	-
	Rel-8
	Add measurements related to channel switches between E-DCH and RACH/DCH - Channel switch success rate for HSUPA
	B
	8.1.0
	China Mobi
	S5-080226
	OAM8

	32.405
	0042
	-
	Rel-8
	Add measurements related to MAC-e feedback decoding - HSUPA retransmission efficiency
	B
	8.1.0
	China Mobi
	S5-080247
	OAM8

	32.405
	0043
	-
	Rel-8
	Add measurement related to octets of acknowledged MAC-e PDUs - HSUPA data volume
	B
	8.1.0
	China Mobi
	S5-080248
	OAM8

	32.421
	0016
	-
	Rel-8
	Add trace functionality for E-UTRAN
	B
	8.0.0
	Ericsson
	S5-080241
	OAM8

	32.442
	0001
	-
	Rel-7
	Standardize the DN id of UTRAN cell as the identification for the trace target in case of cell traffic trace
	F
	7.0.0
	Huawei
	S5-080206
	OAM7-Trace

	32.642
	0045
	-
	Rel-7
	Correct wrongly supported RET attributes - Align with 25.463
	F
	7.3.0
	Ericsson
	S5-080136
	OAM7-NIM

	32.642
	0046
	-
	Rel-8
	Correct wrongly supported RET attributes - Align with 25.463
	A
	8.0.0
	Ericsson
	S5-080137
	OAM7-NIM

	32.735
	0007
	-
	Rel-7
	Add missing inherited attributes of CamelImSsfAsFunction and SipAsFunction - Align with 32.732 Information Service
	F
	7.3.0
	Ericsson
	S5-080051
	OAM7-NIM
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	S5-080051
	32.735
	0007
	-
	Rel-7
	Add missing inherited attributes of CamelImSsfAsFunction and SipAsFunction - Align with 32.732 Information Service
	F
	7.3.0
	Ericsson
	OAM7-NIM

	S5-080136
	32.642
	0045
	-
	Rel-7
	Correct wrongly supported RET attributes - Align with 25.463
	F
	7.3.0
	Ericsson
	OAM7-NIM

	S5-080137
	32.642
	0046
	-
	Rel-8
	Correct wrongly supported RET attributes - Align with 25.463
	A
	8.0.0
	Ericsson
	OAM7-NIM

	S5-080147
	32.405
	0040
	-
	Rel-8
	Correct measurement name for abnormal RB releases for HS-DSCH - Replace HS by HSDPA
	F
	8.1.0
	China Mobi
	OAM8

	S5-080179
	32.240
	0015
	-
	Rel-8
	Add NE Interconnect Border Contol Function (IBCF) to the IMS Charging architecture
	B
	8.1.0
	Alcatel-Lu
	IMSTSS

	S5-080180
	32.260
	0055
	-
	Rel-8
	Add IBCF into stage 2 flows and data descriptions for IMS Charging - Align with 23.002, 23.228
	B
	8.2.0
	Alcatel-Lu
	IMSTSS

	S5-080181
	32.298
	0081
	-
	Rel-8
	Add CDR fields for IBCF
	B
	8.0.0
	Alcatel-Lu
	IMSTSS

	S5-080182
	32.299
	0206
	-
	Rel-8
	Add IBCF to Node-Functionality AVP list of NEs
	B
	8.1.0
	Alcatel-Lu
	IMSTSS

	S5-080186
	32.297
	0005
	-
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	F
	7.0.0
	Alcatel-Lu
	CH7

	S5-080188
	32.299
	0207
	-
	Rel-8
	Usage of CC-Correlation-Id in online charging - Align with IETF RFC 4006
	C
	8.1.0
	Huawei, CM
	CH8

	S5-080189
	32.251
	0062
	-
	Rel-8
	Align with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	EPC-CH

	S5-080190
	32.251
	0063
	-
	Rel-8
	Enhance the PS architecture to correspond with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	EPC-CH

	S5-080191
	32.299
	0208
	-
	Rel-8
	Align Number-Of-Messages-Sent AVP in Diameter Binding for SMS charging with new R8 TS 32.274
	C
	8.1.0
	Huawei
	CH8

	S5-080206
	32.442
	0001
	-
	Rel-7
	Standardize the DN id of UTRAN cell as the identification for the trace target in case of cell traffic trace
	F
	7.0.0
	Huawei
	OAM7-Trace

	S5-080207
	32.150
	0011
	-
	Rel-7
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	F
	7.2.0
	Ericsson
	OAM7

	S5-080208
	32.150
	0012
	-
	Rel-8
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	A
	8.0.0
	Ericsson
	OAM7

	S5-080212
	32.404
	0007
	-
	Rel-8
	Add rule for generic measurement definition
	C
	8.0.0
	Nortel
	OAM8

	S5-080214
	32.322
	0007
	-
	Rel-6
	Do not force Solution Sets to use toBeMonitoredAttributes
	F
	6.3.0
	Nokia Siem
	OAM-NIM

	S5-080215
	32.322
	0008
	-
	Rel-7
	Remove toBeMonitoredAttributes
	A
	7.1.0
	Nokia Siem
	OAM-NIM

	S5-080226
	32.405
	0041
	-
	Rel-8
	Add measurements related to channel switches between E-DCH and RACH/DCH - Channel switch success rate for HSUPA
	B
	8.1.0
	China Mobi
	OAM8

	S5-080241
	32.421
	0016
	-
	Rel-8
	Add trace functionality for E-UTRAN
	B
	8.0.0
	Ericsson
	OAM8

	S5-080247
	32.405
	0042
	-
	Rel-8
	Add measurements related to MAC-e feedback decoding - HSUPA retransmission efficiency
	B
	8.1.0
	China Mobi
	OAM8

	S5-080248
	32.405
	0043
	-
	Rel-8
	Add measurement related to octets of acknowledged MAC-e PDUs - HSUPA data volume
	B
	8.1.0
	China Mobi
	OAM8

	S5-080252
	32.323
	0005
	-
	Rel-6
	Correct filterability of testInvocationInitiator - Align with 32.322 Information Service
	F
	6.3.0
	Nokia Siem
	OAM-NIM

	S5-080253
	32.323
	0006
	-
	Rel-7
	Correct filterability of testInvocationInitiator, alignment with 32.322 IS
	A
	7.0.0
	Nokia Siem
	OAM-NIM
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	CH7
	32.297
	0005
	-
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	F
	7.0.0
	Alcatel-Lu
	S5-080186

	CH8
	32.299
	0207
	-
	Rel-8
	Usage of CC-Correlation-Id in online charging - Align with IETF RFC 4006
	C
	8.1.0
	Huawei, CM
	S5-080188

	CH8
	32.299
	0208
	-
	Rel-8
	Align Number-Of-Messages-Sent AVP in Diameter Binding for SMS charging with new R8 TS 32.274
	C
	8.1.0
	Huawei
	S5-080191

	EPC-CH
	32.251
	0062
	-
	Rel-8
	Align with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	S5-080189

	EPC-CH
	32.251
	0063
	-
	Rel-8
	Enhance the PS architecture to correspond with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	S5-080190

	IMSTSS
	32.240
	0015
	-
	Rel-8
	Add NE Interconnect Border Contol Function (IBCF) to the IMS Charging architecture
	B
	8.1.0
	Alcatel-Lu
	S5-080179

	IMSTSS
	32.260
	0055
	-
	Rel-8
	Add IBCF into stage 2 flows and data descriptions for IMS Charging - Align with 23.002, 23.228
	B
	8.2.0
	Alcatel-Lu
	S5-080180

	IMSTSS
	32.298
	0081
	-
	Rel-8
	Add CDR fields for IBCF
	B
	8.0.0
	Alcatel-Lu
	S5-080181

	IMSTSS
	32.299
	0206
	-
	Rel-8
	Add IBCF to Node-Functionality AVP list of NEs
	B
	8.1.0
	Alcatel-Lu
	S5-080182

	OAM7
	32.150
	0011
	-
	Rel-7
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	F
	7.2.0
	Ericsson
	S5-080207

	OAM7
	32.150
	0012
	-
	Rel-8
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	A
	8.0.0
	Ericsson
	S5-080208

	OAM7-NIM
	32.642
	0045
	-
	Rel-7
	Correct wrongly supported RET attributes - Align with 25.463
	F
	7.3.0
	Ericsson
	S5-080136

	OAM7-NIM
	32.642
	0046
	-
	Rel-8
	Correct wrongly supported RET attributes - Align with 25.463
	A
	8.0.0
	Ericsson
	S5-080137

	OAM7-NIM
	32.735
	0007
	-
	Rel-7
	Add missing inherited attributes of CamelImSsfAsFunction and SipAsFunction - Align with 32.732 Information Service
	F
	7.3.0
	Ericsson
	S5-080051

	OAM7-Trace
	32.442
	0001
	-
	Rel-7
	Standardize the DN id of UTRAN cell as the identification for the trace target in case of cell traffic trace
	F
	7.0.0
	Huawei
	S5-080206

	OAM8
	32.404
	0007
	-
	Rel-8
	Add rule for generic measurement definition
	C
	8.0.0
	Nortel
	S5-080212

	OAM8
	32.405
	0040
	-
	Rel-8
	Correct measurement name for abnormal RB releases for HS-DSCH - Replace HS by HSDPA
	F
	8.1.0
	China Mobi
	S5-080147

	OAM8
	32.405
	0041
	-
	Rel-8
	Add measurements related to channel switches between E-DCH and RACH/DCH - Channel switch success rate for HSUPA
	B
	8.1.0
	China Mobi
	S5-080226

	OAM8
	32.405
	0042
	-
	Rel-8
	Add measurements related to MAC-e feedback decoding - HSUPA retransmission efficiency
	B
	8.1.0
	China Mobi
	S5-080247

	OAM8
	32.405
	0043
	-
	Rel-8
	Add measurement related to octets of acknowledged MAC-e PDUs - HSUPA data volume
	B
	8.1.0
	China Mobi
	S5-080248

	OAM8
	32.421
	0016
	-
	Rel-8
	Add trace functionality for E-UTRAN
	B
	8.0.0
	Ericsson
	S5-080241

	OAM-NIM
	32.322
	0007
	-
	Rel-6
	Do not force Solution Sets to use toBeMonitoredAttributes
	F
	6.3.0
	Nokia Siem
	S5-080214

	OAM-NIM
	32.322
	0008
	-
	Rel-7
	Remove toBeMonitoredAttributes
	A
	7.1.0
	Nokia Siem
	S5-080215

	OAM-NIM
	32.323
	0005
	-
	Rel-6
	Correct filterability of testInvocationInitiator - Align with 32.322 Information Service
	F
	6.3.0
	Nokia Siem
	S5-080252

	OAM-NIM
	32.323
	0006
	-
	Rel-7
	Correct filterability of testInvocationInitiator, alignment with 32.322 IS
	A
	7.0.0
	Nokia Siem
	S5-080253
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	Alcatel-Lu
	32.240
	0015
	-
	Rel-8
	Add NE Interconnect Border Contol Function (IBCF) to the IMS Charging architecture
	B
	8.1.0
	S5-080179
	IMSTSS

	Alcatel-Lu
	32.260
	0055
	-
	Rel-8
	Add IBCF into stage 2 flows and data descriptions for IMS Charging - Align with 23.002, 23.228
	B
	8.2.0
	S5-080180
	IMSTSS

	Alcatel-Lu
	32.297
	0005
	-
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	F
	7.0.0
	S5-080186
	CH7

	Alcatel-Lu
	32.298
	0081
	-
	Rel-8
	Add CDR fields for IBCF
	B
	8.0.0
	S5-080181
	IMSTSS

	Alcatel-Lu
	32.299
	0206
	-
	Rel-8
	Add IBCF to Node-Functionality AVP list of NEs
	B
	8.1.0
	S5-080182
	IMSTSS

	China Mobi
	32.405
	0040
	-
	Rel-8
	Correct measurement name for abnormal RB releases for HS-DSCH - Replace HS by HSDPA
	F
	8.1.0
	S5-080147
	OAM8

	China Mobi
	32.405
	0041
	-
	Rel-8
	Add measurements related to channel switches between E-DCH and RACH/DCH - Channel switch success rate for HSUPA
	B
	8.1.0
	S5-080226
	OAM8

	China Mobi
	32.405
	0042
	-
	Rel-8
	Add measurements related to MAC-e feedback decoding - HSUPA retransmission efficiency
	B
	8.1.0
	S5-080247
	OAM8

	China Mobi
	32.405
	0043
	-
	Rel-8
	Add measurement related to octets of acknowledged MAC-e PDUs - HSUPA data volume
	B
	8.1.0
	S5-080248
	OAM8

	Ericsson
	32.150
	0011
	-
	Rel-7
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	F
	7.2.0
	S5-080207
	OAM7

	Ericsson
	32.150
	0012
	-
	Rel-8
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	A
	8.0.0
	S5-080208
	OAM7

	Ericsson
	32.421
	0016
	-
	Rel-8
	Add trace functionality for E-UTRAN
	B
	8.0.0
	S5-080241
	OAM8

	Ericsson
	32.642
	0045
	-
	Rel-7
	Correct wrongly supported RET attributes - Align with 25.463
	F
	7.3.0
	S5-080136
	OAM7-NIM

	Ericsson
	32.642
	0046
	-
	Rel-8
	Correct wrongly supported RET attributes - Align with 25.463
	A
	8.0.0
	S5-080137
	OAM7-NIM

	Ericsson
	32.735
	0007
	-
	Rel-7
	Add missing inherited attributes of CamelImSsfAsFunction and SipAsFunction - Align with 32.732 Information Service
	F
	7.3.0
	S5-080051
	OAM7-NIM

	Huawei
	32.299
	0208
	-
	Rel-8
	Align Number-Of-Messages-Sent AVP in Diameter Binding for SMS charging with new R8 TS 32.274
	C
	8.1.0
	S5-080191
	CH8

	Huawei
	32.442
	0001
	-
	Rel-7
	Standardize the DN id of UTRAN cell as the identification for the trace target in case of cell traffic trace
	F
	7.0.0
	S5-080206
	OAM7-Trace

	Huawei, CM
	32.299
	0207
	-
	Rel-8
	Usage of CC-Correlation-Id in online charging - Align with IETF RFC 4006
	C
	8.1.0
	S5-080188
	CH8

	Nokia Siem
	32.251
	0062
	-
	Rel-8
	Align with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	S5-080189
	EPC-CH

	Nokia Siem
	32.251
	0063
	-
	Rel-8
	Enhance the PS architecture to correspond with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	S5-080190
	EPC-CH

	Nokia Siem
	32.322
	0007
	-
	Rel-6
	Do not force Solution Sets to use toBeMonitoredAttributes
	F
	6.3.0
	S5-080214
	OAM-NIM

	Nokia Siem
	32.322
	0008
	-
	Rel-7
	Remove toBeMonitoredAttributes
	A
	7.1.0
	S5-080215
	OAM-NIM

	Nokia Siem
	32.323
	0005
	-
	Rel-6
	Correct filterability of testInvocationInitiator - Align with 32.322 Information Service
	F
	6.3.0
	S5-080252
	OAM-NIM

	Nokia Siem
	32.323
	0006
	-
	Rel-7
	Correct filterability of testInvocationInitiator, alignment with 32.322 IS
	A
	7.0.0
	S5-080253
	OAM-NIM

	Nortel
	32.404
	0007
	-
	Rel-8
	Add rule for generic measurement definition
	C
	8.0.0
	S5-080212
	OAM8
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	32.150
	0011
	-
	Rel-7
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	F
	7.2.0
	Ericsson
	S5-080207
	OAM7

	32.150
	0012
	-
	Rel-8
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	A
	8.0.0
	Ericsson
	S5-080208
	OAM7

	32.240
	0015
	-
	Rel-8
	Add NE Interconnect Border Contol Function (IBCF) to the IMS Charging architecture
	B
	8.1.0
	Alcatel-Lu
	S5-080179
	IMSTSS

	32.251
	0062
	-
	Rel-8
	Align with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	S5-080189
	EPC-CH

	32.251
	0063
	-
	Rel-8
	Enhance the PS architecture to correspond with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	B
	8.0.1
	Nokia Siem
	S5-080190
	EPC-CH

	32.260
	0055
	-
	Rel-8
	Add IBCF into stage 2 flows and data descriptions for IMS Charging - Align with 23.002, 23.228
	B
	8.2.0
	Alcatel-Lu
	S5-080180
	IMSTSS

	32.297
	0005
	-
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	F
	7.0.0
	Alcatel-Lu
	S5-080186
	CH7

	32.298
	0081
	-
	Rel-8
	Add CDR fields for IBCF
	B
	8.0.0
	Alcatel-Lu
	S5-080181
	IMSTSS

	32.299
	0206
	-
	Rel-8
	Add IBCF to Node-Functionality AVP list of NEs
	B
	8.1.0
	Alcatel-Lu
	S5-080182
	IMSTSS

	32.299
	0207
	-
	Rel-8
	Usage of CC-Correlation-Id in online charging - Align with IETF RFC 4006
	C
	8.1.0
	Huawei, CM
	S5-080188
	CH8

	32.299
	0208
	-
	Rel-8
	Align Number-Of-Messages-Sent AVP in Diameter Binding for SMS charging with new R8 TS 32.274
	C
	8.1.0
	Huawei
	S5-080191
	CH8

	32.322
	0007
	-
	Rel-6
	Do not force Solution Sets to use toBeMonitoredAttributes
	F
	6.3.0
	Nokia Siem
	S5-080214
	OAM-NIM

	32.322
	0008
	-
	Rel-7
	Remove toBeMonitoredAttributes
	A
	7.1.0
	Nokia Siem
	S5-080215
	OAM-NIM

	32.323
	0005
	-
	Rel-6
	Correct filterability of testInvocationInitiator - Align with 32.322 Information Service
	F
	6.3.0
	Nokia Siem
	S5-080252
	OAM-NIM

	32.323
	0006
	-
	Rel-7
	Correct filterability of testInvocationInitiator, alignment with 32.322 IS
	A
	7.0.0
	Nokia Siem
	S5-080253
	OAM-NIM

	32.404
	0007
	-
	Rel-8
	Add rule for generic measurement definition
	C
	8.0.0
	Nortel
	S5-080212
	OAM8

	32.405
	0040
	-
	Rel-8
	Correct measurement name for abnormal RB releases for HS-DSCH - Replace HS by HSDPA
	F
	8.1.0
	China Mobi
	S5-080147
	OAM8

	32.405
	0041
	-
	Rel-8
	Add measurements related to channel switches between E-DCH and RACH/DCH - Channel switch success rate for HSUPA
	B
	8.1.0
	China Mobi
	S5-080226
	OAM8

	32.405
	0042
	-
	Rel-8
	Add measurements related to MAC-e feedback decoding - HSUPA retransmission efficiency
	B
	8.1.0
	China Mobi
	S5-080247
	OAM8

	32.405
	0043
	-
	Rel-8
	Add measurement related to octets of acknowledged MAC-e PDUs - HSUPA data volume
	B
	8.1.0
	China Mobi
	S5-080248
	OAM8

	32.421
	0016
	-
	Rel-8
	Add trace functionality for E-UTRAN
	B
	8.0.0
	Ericsson
	S5-080241
	OAM8

	32.442
	0001
	-
	Rel-7
	Standardize the DN id of UTRAN cell as the identification for the trace target in case of cell traffic trace
	F
	7.0.0
	Huawei
	S5-080206
	OAM7-Trace

	32.642
	0045
	-
	Rel-7
	Correct wrongly supported RET attributes - Align with 25.463
	F
	7.3.0
	Ericsson
	S5-080136
	OAM7-NIM

	32.642
	0046
	-
	Rel-8
	Correct wrongly supported RET attributes - Align with 25.463
	A
	8.0.0
	Ericsson
	S5-080137
	OAM7-NIM

	32.735
	0007
	-
	Rel-7
	Add missing inherited attributes of CamelImSsfAsFunction and SipAsFunction - Align with 32.732 Information Service
	F
	7.3.0
	Ericsson
	S5-080051
	OAM7-NIM


