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	1st Modified Section


6.1.3.1
Mobile originated call attempt

If the generation of these records is enabled then an MOC record shall be created for each outgoing call attempt made by a mobile station. These MOC records shall be produced in the originating MSC.

Table 6.1.3.1: MOC record

	Field
	2G
	3G
	Description

	Record Type 
	M
	M
	Mobile originated.

	Served IMSI
	M
	M
	IMSI of the calling party. 

	Served IMEI
	C
	C
	IMEI of the calling ME, if available.

	Served MSISDN
	OM
	OM
	The primary MSISDN of the calling party. 

	Called Number
	M
	M
	The address of the called party i.e. the number dialled by the calling subscriber.

	Translated Number
	OC
	OC
	The called number after digit translation within the MSC (if applicable)

	Connected Number
	OC
	OC
	The number of the connected party if different to the Called Number

	Roaming Number
	OC
	OC
	The Mobile Station Roaming Number employed to route this connection, if applicable.

	Recording Entity
	M
	M
	The E.164 number of the visited MSC producing the record.

	Incoming TKGP
	OM
	OC
	The MSC trunk group on which the call originated , usually from the BSS. If available in 3G, this parameter shall be supplied.

	Outgoing TKGP
	OM
	OC
	The trunk group on which the call left the MSC. If available in 3G, this parameter shall be supplied.

	Location
	M
	M
	The identity of the cell or the SAC at the time of CDR creation, including the location area code and MCC+MNC.

	Qualified Location
	OM
	OM
	The location (identity of the cell or the SAC) at the last attach or location update, at the time of CDR creation, including the location area code and MCC+MNC. This location may differ from the location at call setup.

	Change of Location
	OC
	OC
	A list of changes in Location Area Code / Service Area Code / Cell Id and MCC+MNC. Each time-stamped.

	Basic service
	M
	M
	Bearer or teleservice employed. 
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6.1.3.2
Mobile originated emergency call attempt

If the generation of MOC records is enabled then an MOC emergency record shall be created for each outgoing emergency call attempt made by a mobile station. These records shall be produced in the originating MSC.
Table 6.1.3.2: MOC emergency record

	Field
	2G
	3G
	Description

	Record Type 
	M
	M
	Mobile originated.

	Served IMSI
	C
	C
	IMSI of the calling party in case of an emergency call with a SIM card.

	Served IMEI
	C
	C
	IMEI of the calling mobile equipment if available. 

	Served MSISDN
	OC
	OC
	The primary MSISDN of the calling party, if supplied by the UE. 

	Translated Number
	OC
	OC
	The called number after digit translation within the MSC (if applicable)

	Recording Entity
	M
	M
	The E.164 number of the visited MSC producing the record.

	Incoming TKGP
	OM
	OC
	The MSC trunk group on which the call originated, usually from the BSS. If available in 3G, this parameter shall be supplied.

	Outgoing TKGP
	OM
	OC
	The trunk group on which the call left the MSC. If available in 3G, this parameter shall be supplied.

	Location
	M
	M
	The identity of the cell or the SAC in which the call originated including the location area code and MCC+MNC.

	Qualified Location
	OM
	OM
	The location (identity of the cell or the SAC) at the last attach or location update, at the time of CDR creation, including the location area code and MCC+MNC. This location may differ from the location at call setup.

	Change of Location
	OC
	OC
	A list of changes in Location Area Code / Service Area Code / Cell Id and MCC+MNC. Each time-stamped.

	Basic service
	M
	M
	Teleservice 'emergency call'. 
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6.1.3.4
Mobile terminated call attempt

If the generation of these records is enabled, then an MTC record shall be created for each incoming call attempt made for a mobile station. The MTC records shall be produced in the terminating MSC.
Table 6.1.3.4: MTC record

	Field
	2G
	3G
	Description

	Record Type
	M
	M
	Mobile Terminated.

	Served IMSI
	M
	M
	IMSI of the called party.

	Served IMEI
	C
	C
	IMEI of the called ME, if available. 

	Served MSISDN
	OM
	OM
	The MSISDN of the called party.

	Calling Number
	C
	C
	The number of the calling party if available. 

	Connected Number
	OC
	OC
	Only relevant in case of call forwarding where the "forwarded-to" number is recorded.

	Recording Entity
	M
	M
	The E.164 number of the visited (terminating) MSC

	Incoming TKGP
	OM
	OM
	The MSC trunk group on which the call originated.

	Outgoing TKGP
	OM
	OC
	The trunk group on which the call left the MSC, usually to the BSS. If available in 3G, this parameter shall be supplied.

	Location
	C
	C
	The identity of the cell or the SAC occupied by the called party when the call was set up, including the location area code and MCC+MNC.

	Qualified Location
	OM
	OM
	The location (identity of the cell or the SAC) at the last attach or location update, at the time of CDR creation, including the location area code and MCC+MNC. This location may differ from the location at call setup.

	Change of Location
	OC
	OC
	A list of changes in Location Area Code / Service Area Code / Cell Id and MCC+MNC. Each time-stamped.

	Basic Service 
	M
	M
	Bearer or teleservice employed 

	Rate Adaptation
	OC
	OC
	Present if "rate adaption" parameters for the basic service were signalled between the MS/UE and the network, see 3GPP TS 24.008 [208].
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