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	1st Modified Section


4.2.2
Architecture for non-3GPP accesses

The evolved 3GPP system architecture for non-3GPP accesses is specified in draft TS 23.402 “Architecture Enhancements for non-3GPP accesses” (3GPP TS 23 402 [4]). 

Figure 4.2.2-1 provides an overview of the architecture in non-roaming cases.
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Figure 4.2.2-1: Non-Roaming Architecture within EPS using S5, S2a, S2b within EPC 
(3GPP TS 23 402 [4])

Figure 4.2.2-2 provides an overview of the architecture in roaming cases with home services, i.e. home routed traffic. 

Editor's Note:
Other roaming cases are For Further Study.
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Figure 4.2.2-2: Roaming Architecture for EPS using S8a/b, S2a, S2b - Home Routed 
(3GPP TS 23 402 [4])

Figure 4.2.2-3 and figure 4.2.2-4 represent the Roaming with Local Breakout case.
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NOTE:
The two Rx+ instances in Figure4.2.2-3apply to different application functions in the HPLMN and VPLMN.

Figure 4.2.2-3: Roaming Architecture for EPS using S5, S2a, S2b – Local Breakout
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NOTE:
The two Rx+ instances in Figure 4.2.2-4 apply to different application functions in the HPLMN and VPLMN.

Figure 4.2.2-4: Roaming Architecture for EPS using S5, S2c – Local Breakout
	End of modifications
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