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1
Decision/action requested

Agree to first version of 32.xx1 and to corresponding changes in 32.501
2
References

[1]
S5-081547
draft TS 32.501 v0.3.0
3
Rationale

The first version of the SWM IRP is generated by using the SWM requirements which were provisionally collected in draft 32.501.
Only one wording was slightly adapted (change marked in V0.0.0 in same file S5-081613.zip)
As a consequence the requirements on SWEM need to be removed from clauses 5.1 and 6.5.2.2 of draft 
TS 32.501. These changes are presented below.
4
Detailed proposal

The following changes are proposed for draft TS 32.501:

	1st Modified/New Section


5.1
Self-Establishment of eNodeB’s

REQ_SCMAN_CON_1 
The actor on NM level shall be able to manage the self-configuration process.

REQ_SCMON_CON_1 
The actor on NM level shall be able to monitor the execution of the self-configuration process.

REQ_SCMON_CON_2 
To support the monitoring of the execution of the self-configuration process, existing capabilities shall be reused as much as possible.







REQ_SCSW_CON_1
 
The software download, installation, activation and fallback should be automated as much as possible so that no or only minimal manual intervention is required.

REQ_SCSW_CON_2
 
see REQ_SW_CON_2
REQ_SCOCE__CON_1
 The OAM connectivity (incl. the IP address allocation) shall be established in a fully automated manner.

REQ_SCOCE_CON_2
 The amount of parameters that needs to be preconfigured should be minimized.

REQ_SCIU_CON_1 
Inventory information about the new equipment shall be reported to the actor at NM level as part of the self-configuration process.

REQ_SCIU_CON_2 
Inventory information shall be made available to the IRPManager reusing existing capabilities as much as possible.

REQ_SCRCD_CON_1 
The radio configuration data shall be made available to the eNodeB as part of the self-configuration process.

REQ_SCTCD_CON_1 
The transport configuration data shall be made available to the eNodeB as part of the self-configuration process.

REQ_SCCPLSU_CON_1 
X2- and S1-interfaces shall be set up automatically as part of the self-configuration process, based on the radio and transport configuration made available to the eNodeB.
	Next modifications


6.5.2.2
Software Management



















REQ_SCSW_FUN_1
 
see REQ_SWM_FUN_1 in 32.xx1
REQ_SCSW_FUN_2

see REQ_SWM_FUN_2 in 32.xx1
REQ_SCSW_FUN_3
 
see REQ_SWM_FUN_4 in 32.xx1
REQ_SCSW_FUN_4
 
see REQ_SWM_FUN_5 in 32.xx1
REQ_SCSW_FUN_5
see REQ_ASWM_FUN_1 in 32.xx1



REQ_SCSW_FUN_6 
see REQ_ASWM_FUN_2 in 32.xx1



REQ_SCSW_FUN_7 
see REQ_ASWM_FUN_3 in 32.xx1

REQ_SCSW_FUN_8 
see REQ_ASWM_FUN_4 in 32.xx1

REQ_SCSW_FUN_9 
see REQ_ASWM_FUN_5 in 32.xx1

	End of modifications


------------------------------------------------------END OF CONTRIBUTION------------------------------------------------------

