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	1st Modified Section


6.2.1.1
Debit / Reserve Units Request Message
Table 6.2.1.1 illustrates the basic structure of a Debit / Reserve Units Request message message from MMS Relay/Server as used for MMS online charging.

Table 6.2.1.1 : Debit / Reserve Units Request Message Contents for MMS
	Field
	Category
	Description

	Session Identifier
	M
	This field identifies the operation session.

	Originator Host
	M
	This field contains the identification of the source point of the operation.

	Originator Domain
	M
	This field contains the realm of the operation originator.

	Destination Domain
	M
	This field contains the realm of the operation destination.

	Operation Identifier
	M
	This field is a unique operation identifier.

	Operation Token
	M
	This field contains the service identifier.

	Operation Type
	M
	This field defines the transfer type: event for event based charging and start, interim, stop for session based charging.

	Operation Number
	M
	This field contains the sequence number of the transferred messages.

	Destination Host
	OC
	This field contains the identification of the destination point of the operation.

	User Name
	OC
	This field contains the identification of the user.

	Origination State
	-
	Not used for MMS in 3GPP.

	OrignationTimestamp
	OC
	This field contains the time when the operation is requested.

	Subscriber Identifier
	OM
	This field contains the identification of the mobile subscriber (i.e. MSISDN) that uses the requested service.

	Termination Cause
	
	Not used for MMS in 3GPP.

	Requested-Action
	OC
	This field contains the requested action.

	Multiple Operation
	OM
	This field indicate the occurrence of multiple operations.

	Multiple Unit Operation
	OC
	This field contains the parameter for the quota management.

	Subscriber Equipment Number
	-
	Not used for MMS in 3GPP.

	Proxy Information
	OC
	This field contains the parameter of the proxy.

	Route Information
	OC
	This field contains the parameter of the route.

	Service Information 
	OM
	This field holds the MMS specific parameter and is described in clause 6.3.


	Next Modified Section


6.2.1.2
Debit / Reserve Units Response Message

Table 6.2.1.2 illustrates the basic structure of a Debit / Reserve Units Response message as used for MMS charging. This message is always used by the OCS as specified below, independent of the receiving MMS Relay/Server and the operation type that is being replied to.

Table 6.2.1.2 : Debit / Reserve Units Response Message Contents for MMS
	Field
	Category
	Description

	Session Identifier
	M
	This field identifies the operation session.

	Operation Result
	M
	This field identifies the result of the operation.

	Originator Host
	M
	This field contains the identification of the source point of the operation.

	Originator Domain
	M
	This field contains the realm of the operation originator.

	Operation Identifier
	M
	This field is a unique operation identifier.

	Operation Type
	M
	This field defines the transfer type: event for event based charging and start, interim, stop for session based charging.

	Operation Number
	M
	This field contains the sequence number of the transferred messages.

	Operation Failover
	-
	Not used for MMS in 3GPP.

	Multiple Unit Operation
	OC
	This field contains the parameter for the quota management.

	Operation Failure Action
	OC
	This field defines the operation if a failure has occurred at the OCS for ECUR.

	Operation Event Failure Action
	OC
	This field defines the operation if a failure has occurred at the OCS for IEC.

	Redirection Host
	-
	Not used for MMS in 3GPP.

	Redirection Host Usage
	-
	Not used for MMS in 3GPP.

	Redirection Cache Time
	-
	Not used for MMS in 3GPP.

	Proxy Information
	OC
	This field contains the parameter of the proxy.

	Route Information
	OC
	This field contains the parameter of the route.

	Failed parameter
	OC
	This field contains missing and/or unsupported parameter that caused the failure.

	Service Information
	-
	Not used for MMS in 3GPP.


	End of modifications
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