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1
Decision/action requested

Update structure for  MMTel information in TS 32.275, chapter 6.3.1.2 

2
References

The draft version of the 3GPP TS 32.275-100  

3
Rationale

The current structure of MMTel information is currently lacking details. This contribution proposes these details. If further extensions or changes are needed they can still be  provided which is why the respective editor’s note is not proposed to be deleted.

4
Detailed proposal

	1st Modified Section


6.3.1.2
Definition of the MMTel Information

MMTel specific charging information is provided within the MMTel  Information, and the detailed structure of the MMTel Information can be found in table 6.3.1.2. 
Table 6.3.1.2: Structure of the MMTel  Information
	
	
	

	
	
	


	Field
	Category
	Description

	MMTel Information
	
	

	Service Type
	OM
	This field  holds the type of the Supplementary Service, i.e. OIP, OIR, TIP, TIR, HOLD, CB, MWI, CONF, CDIV, ECT.

The Service Type can be present multiple times as necessary to present the parallel activity of the different supplementary services, including the associated parameters.

	Service Mode
	OC
	This field holds the mode of specific Service Type, i.e. for CB: ACR, ICB, OCB and for CDIV: CFU, CFB, CFNR, CFNRc, CFNL, CFUDB.

	Number of diversions
	Oc
	This field holds the number of diversions for CDIV.

	Associated party address 
	OC
	This field holds additional party identification needed for the service charging, i.e. for CDIV the “forwarding party”, for ECT the  “transferor”,


Editor’s Note : content described in this table is to be further finalized   
	End of modifications


