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1.
Intent
The following is an extract of the Minutes of SA5#60bis (SON) meeting (S5-081304).
“

Group modified paper’s (S5-081323) Req#1 to new Req#1 and Req#1a.   Grouped agreed Req#2a and Req#3a in principle but wordings would need adjustment and require ‘merging’ with TS’s Req 03 and equivalents.  Group agreed paper’s Req 4a and Req 5a in principle but wording would need adjustment and require ‘merging’ with TS’s corresponding Reqs.  Rapporteur and NSN would take on the ‘adjustment’ and ‘merging’ tasks.  The result would subject to group’s review and approval before entering into TS draft.

“
This paper captures the result of the ‘adjustment’ and ‘merging’ tasks.  In addition, this paper also captures the result of an additional task of incorporating/modifying S5-081323 Requirement 7.

Appendix A is NSN’s S5-081323 Requirements that are input to the task.

Appendix B is the draft TS 32.511 Requirement statements that are input to the task.

Inclusion of the two appendixes is for your ease of reference.

2
Proposal (output of tasks)

1. Add the following two Requirement statements into draft TS 32.511.  They are modified version of NSN’s S5-081323 Requirement statements -2a/-3a.

· An IRPManager shall be able to request that HO be allowed from source cell to target cell.  
· An IRPManager shall be able to request that HO be prohibited from source cell to target cell.  
2. Add the following two Requirement statements into draft TS 32.511.  They are modified version of NSN’s S5-081323 Requirement statements 4a and 5a.

· An IRPManager shall be able to request that HO be allowed from source cell to target cell and that no other entity than IRPManager can remove that request.  This is termed as white-listing.  

· An IRPManager shall be able to request that HO be prohibited from source cell to target cell and that no other entity than IRPManager can remove that request.  This is termed as black-listing.
3. Remove draft TS 32.511 Requirement statements 002 and 003 (see Appendix B).
4. Add the following one Requirement statement into draft TS 32.511.
· An IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to allow, prohibit, white-list and black-list HO relations.

Appendix A:
NSN’s S5-081323 Requirement statements (input to tasks)
REQ_NR_MGMT_2a
An IRPManager shall be able to allow HO for a NR. By setting the NoHO attribute accordingly (see also definition for “Add NR”)

REQ_NR_MGMT_3a 

An IRPManager shall be able to disallow HO for a NR.  By setting the NoHO attribute accordingly (see also definition for “Add NR”)
REQ_NR_MGMT_4a An IRPManager shall be able to whitelist HO for a NR (and to remove this restriction).  Combination of allowing HO for a NR & administrative locking  

REQ_NR_MGMT_5a An IRPManager shall be able to blacklist HO for a NR (and to remove this restriction).  Combination of disallowing HO for a NR & administrative locking  

REQ_NR_MGMT_7
An IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to add, remove, blacklist, or whitelist NR’s, HO setting, and X2 IF establishment (synchronous or asynchronous).

Appendix B:
Draft TS 32.511 Requirement Statements (input to tasks)
REQ-ANR-CON-002
Neighbour relations shall have a “No Remove” attribute. If this attribute is “checked”, the ANR function in the eNodeB is prohibited from automatically removing the neighbour relation. This attribute is managed over the management interface.

REQ-ANR-CON-003
Neighbour relations shall have a “No Handover” attribute. If this attribute is “checked”, this eNodeB is prohibited from doing handovers from the source cell to the target cell of this relation. This attribute is managed over the management interface.
