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1
Decision/action requested

SA5 is asked to discuss and approval on following items, for inclusion into TS 32.500
2
References
[1]
3GPP TS 32.500: " Self-Organising Networks (SON): Concepts and requirements”
3 Rationale
There is service-monitoring platform to detect the service quality indicators.  When deterioration of the service quality indicators occurs, the correlation of related network performance indictor and service quality indicator is required to diagnosis the root cause.Therefore, it is desired to design the adaptation function to support such intelligent analysis. This document describes related general requirements of SON. It will facilitate the deployment of SON in the current operational network. The objective of the document is to discuss the related contents and add it to the TS 32.500. 
4
Detailed proposal

	Modified Section


5.1.1.1 General
REQ-SON-CON-01
SON solutions shall provide an easy transition from operator controlled (open loop) to autonomous (closed loop) operation, as the network operator gains more trust in the reliability of the SON.

REQ-SON-CON-02
The SON Architecture and implementation should support network sharing between operators. The impact of individual shared network topographies on proposed SON solutions shall be decided on a case-by-case basis.

Addition in Red.

REQ-SON-CON-XX      SON architecture should be hierarchical that enable high-level IRP Manager can make the appropriate trade-off and provide guidance to the low-level IRP Manager based on the overall network conditions. 
REQ-SON-CON-XX      SON implementation should support adaptation function that enable system to manage performance aimed at service-level indicators.  The adaptation function shall map service quality requirement into the configuration and optimization of specific network indicators.

	End of modifications
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