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1
Decision/action requested

This contribution proposes to complete the triggering principles for MMTel service and the MMTel charging  information description. It covers section 5.2.1, 5.2.2, 6.3.1.1, 
2
References

32.275
 v1.0.0 
MMTel Charging specification
3
Rationale

It is proposed to enhance the basic principle description for offline charging, with “multiple MMTel supplementary services” reporting capabitily.
4 Detailed proposal
It is proposed to agree the following changes to 3GPP TS 32.275 v1.0.0
	1st Modified Section


5.2.1
Basic principles

The MMTel offline charging functionality is based on the CTFs reporting accounting information, by sending Diameter Accounting Requests (ACR) [start, interim, stop and event] to the CDF.
The circumstances on which the Diameter client uses ACR start, interim and stop, or Events depend on the supplementary service type and is determined for each of them. Further details are specified in clause 5.2.2.

These Diameter Accounting Request triggers may be configured in such a way several MMTel supplementary services can be regrouped. Providing this flexibility will allow to improve situations where several MMTel supplementary services are handled within the same AS for complying with interactions requirements associated to these MMTel supplementary services.
5.2.2
Diameter message flows
The flows described in the present document specify the charging communications between the different CTF entities and the charging functions for different charging scenarios. The SIP messages and Diameter transactions associated with these charging scenarios are shown primarily for general information and to illustrate the charging triggers. They are not intended to be exhaustive of all the SIP message flows discussed in TS 24.228 [200] and they depend on the Diameter Accounting Requests triggers configured by the operator.

Although each MMTel  supplementary service is described by separated flows illustrating the dedicated trigger(s) for this MMTel supplementary service, the Diameter Accounting Request triggers (as stated in 5.2.1), may be configured with several MMtel supplementary services information. 
	Next modification


6.3.1.1
MMTel charging information assignment for Service Information

The components in the Service Information that are use for MMTel charging can be found in Table 6.3.1.1. 

Table 6.3.1.1: Service Information used for MMTel Charging
	Field
	Category
	Description

	Service Information
	OM
	A set of fields hold the 3GPP specific parameter as defined in 3GPP TS 32.299 [50]. 

	
Subscription Id
	OM
	Used as defined in 3GPP TS 32.260 [2].

	
IMS Information
	OC
	A set of fields hold the IMS specific parameters. The details are defined in 3GPP TS 32.260 [2].

	

Event Type
	OC
	Used as defined in 3GPP TS 32.260 [2].

	            Role of Node
	OC
	Used as defined in 3GPP TS 32.260 [2].

	            Node Functionality
	OM
	Used as defined in 3GPP TS 32.260 [2].

	

User Session ID
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

Calling Party Address
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

Called Party Address
	OC
	Used as defined in 3GPP TS 32.260 [2].

	Number Portability routing information
	OC
	Used as defined in 3GPP TS 32.260 [2].

	Carrier Select routing information
	OC
	Used as defined in 3GPP TS 32.260 [2].

	
	
	

	            Requested Party Address
	OC
	Used as defined in 3GPP TS 32.260 [2].

	            Called Asserted Identity
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

Time stamp
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

Inter Operator Identifier
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

IMS Charging Identifier
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

SDP Session Description
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

SDP Media Components
	OC
	Used as defined in 3GPP TS 32.260 [2].

	            Message Bodies
	OC
	Used as defined in 3GPP TS 32.260 [2].

	            Access Network Information
	OC
	Used as defined in 3GPP TS 32.260 [2].

	            IMS Communication Service Id
	OC
	Used as defined in 3GPP TS 32.260 [2].

	

Cause Code
	OC
	Used as defined in 3GPP TS 32.260 [2].

	
MMTel Information
	OM
	This field holds a set of for MMTel services with their specific parameters. The details are defined in clause 6.3.1.2.



	Next modification





	
	
	

	
	
	

	
	
	

	
	
	


	End of modifications








































































































