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	1st Modified Section


5.2.1
Generic ASN.1 definitions

This subclause contains generic CDR syntax definitions, where the term "generic" implies that these constructs are applicable for more than one domain/service/subsystem. Examples of this are syntax definitions that are imported from non-charging 3GPP TSs, e.g. TS 29.002 [60].

GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}  

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything

IMPORTS


…

------------------------------------------------------------------------------

--

--  Generic Data Types

--

------------------------------------------------------------------------------

…

CalledNumber


::= BCDDirectoryNumber

RecordType 
::= INTEGER 

{ 

--
Record values 0..17 are CS specific.

--
The contents are defined in TS 32.250 [10]


moCallRecord

(0),


mtCallRecord

(1),


roamingRecord

(2),


incGatewayRecord
(3),


outGatewayRecord
(4),


transitCallRecord
(5),


moSMSRecord


(6),


mtSMSRecord


(7),


moSMSIWRecord

(8),


mtSMSGWRecord

(9),


ssActionRecord

(10),


hlrIntRecord

(11),


locUpdateHLRRecord
(12),


locUpdateVLRRecord
(13),


commonEquipRecord
(14),


moTraceRecord

(15),
--- used in earlier releases


mtTraceRecord

(16),
--- used in earlier releases


termCAMELRecord
    (17),

--

--
Record values 18..22 are GPRS specific.

--
The contents are defined in TS 32.251 [11]

--


sgsnPDPRecord

(18),




sgsnMMRecord

(20),


sgsnSMORecord

(21),


sgsnSMTRecord

(22),

-- 

--  Record values 23..25 are CS-LCS specific.

--
The contents are defined in TS 32.250 [10]

--


mtLCSRecord


(23),


moLCSRecord


(24),


niLCSRecord


(25),

-- 

--  Record values 26..28 are GPRS-LCS specific.

--
The contents are defined in TS 32.251 [11]

--


sgsnMtLCSRecord

(26),

    sgsnMoLCSRecord

(27),

    sgsnNiLCSRecord

(28),

--

--  Record values 30..62 are MMS specific.

--  The contents are defined in TS 32.270 [30]

--


mMO1SRecord


(30),


mMO4FRqRecord

(31),


mMO4FRsRecord

(32),


mMO4DRecord


(33), 


mMO1DRecord


(34),


mMO4RRecord


(35), 


mMO1RRecord


(36),


mMOMDRecord


(37), 


mMR4FRecord


(38), 


mMR1NRqRecord

(39), 


mMR1NRsRecord

(40), 


mMR1RtRecord

(41), 


mMR1AFRecord

(42), 


mMR4DRqRecord

(43), 


mMR4DRsRecord

(44), 


mMR1RRRecord

(45), 


mMR4RRqRecord

(46), 


mMR4RRsRecord

(47), 


mMRMDRecord


(48),


mMFRecord


(49),


mMBx1SRecord

(50),


mMBx1VRecord

(51),


mMBx1URecord

(52),


mMBx1DRecord

(53),


mM7SRecord


(54),


mM7DRqRecord

(55),


mM7DRsRecord

(56),


mM7CRecord


(57),


mM7RRecord


(58),


mM7DRRqRecord

(59),


mM7DRRsRecord

(60),


mM7RRqRecord

(61),


mM7RRsRecord

(62),

--

--  Record values 63..69, 82 are IMS specific.

--  The contents are defined in TS 32.260 [20]

--


sCSCFRecord


(63),


pCSCFRecord


(64),


iCSCFRecord


(65),


mRFCRecord


(66),


mGCFRecord


(67),


bGCFRecord


(68),


aSRecord


(69),


iBCFRecord


(82),

--

--  Record values 70 is for Flow based Charging

--  The contents are defined in TS 32.251 [11]

--



--

--  Record values 71..75 are LCS specific.

--  The contents are defined in TS 32.271 [31]

--


lCSGMORecord

(71),


lCSRGMTRecord

(72),


lCSHGMTRecord

(73),

lCSVGMTRecord

(74),


lCSGNIRecord

(75),

--

--  Record values 76..79 are MBMS specific.

--  The contents are defined in TS 32.251 [11]

--  Record values 76 and 77 are MBMS bearer context specific

--


sgsnMBMSRecord

(76),


ggsnMBMSRecord

(77),

--

--  And TS 32.273 [33]

--  Record values 78 and 79 are MBMS service specific

--  and defined in TS 32.273 [33]

--


sUBBMSCRecord

(78),


cONTENTBMSCRecord
(79),

--

--  Record Values 80..81 are PoC specific.

--  The contents are defined in TS 32.272 [32]

--


pPFRecord


(80),


cPFRecord


(81),
--  Record values 82..83 are EPC specific.

--  The contents are defined in TS 32.251 [11]

--


sGWRecord


(82),


pGWRecord


(83)

}

CallingNumber
::= BCDDirectoryNumber

…
	Next Modified Section


5.2.2.2
PS domain CDRs

This subclause contains the abstract syntax definitions that are specific to the GPRS and EPC CDR types defined in TS 32.251 [11].

GPRSChargingDataTypes {itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) charging (5) gprsChargingDataTypes (2) asn1Module (0) version1 (0)}

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything 

IMPORTS


CallDuration, CalledNumber, RecordType, CallingNumber, CallReferenceNumber, CellId, DefaultSMS-Handling, Diagnostics, Ext-GeographicalInformation, IMSI, IMEI, IPAddress, ISDN-AddressString, LCSCause, LCSClientExternalID, LCSClientIdentity, LCSClientInternalID, LCSClientType, LCS-Priority, LCSQoSInfo, LevelOfCAMELService, LocalSequenceNumber, LocationAreaAndCell, LocationAreaCode, LocationType, ManagementExtensions, MessageReference, MSISDN, NotificationToMSUser, PositioningData, RecordingEntity, ServiceKey, ServiceSpecificInfo, SMSResult, SmsTpDestinationNumber, TimeStamp

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}

DefaultGPRS-Handling, RAIdentity

FROM MAP-MS-DataTypes { itu-t identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

--

-- from TS 29.002 [60]

LocationMethod

FROM SS-DataTypes { itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3) ss-DataTypes (2) version7 (7)}

--

-- from TS 24.080 [61] 

MBMS2G3GIndicator, FileRepairSupported, MBMSServiceType, MBMSUserServiceType, RequiredMBMSBearerCapabilities, MBMSSessionIdentity, TMGI, MBMSInformation

FROM MBMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) mbmsChargingDataTypes (8) asn1Module (0) version1 (0)}

Editor’s note:  consider moving the above 2 items also into the generic module in order to avoid again copying from external sources.
;

------------------------------------------------------------------------------

--

--  PS RECORDS

--

------------------------------------------------------------------------------

GPRSRecord
::= CHOICE 

--

-- Record values 20, 22..27 are PS specific


-- Record values 76..77 are MBMS specific
-- Record values 78..79 are EPC specific 
{


sgsnPDPRecord


[20] SGSNPDPRecord,




sgsnMMRecord


[22] SGSNMMRecord,


sgsnSMORecord


[23] SGSNSMORecord,


sgsnSMTRecord


[24] SGSNSMTRecord,


sgsnLCTRecord


[25] SGSNLCTRecord,


sgsnLCORecord


[26] SGSNLCORecord,


sgsnLCNRecord


[27] SGSNLCNRecord,

--



--


sgsnMBMSRecord


[76] SGSNMBMSRecord,


ggsnMBMSRecord


[77] GGSNMBMSRecord,

sGWRecord



[78] SGWRecord,

pGWRecord



[79] PGWRecord
}
SGWRecord 
::= SET

{


recordType




[0] RecordType,


networkInitiation


[1] NetworkInitiatedPDPContext OPTIONAL,


servedIMSI




[3] IMSI,


gWAddress




[4] GSNAddress,


chargingID




[5] ChargingID,


servingNodeAddress


[6] SEQUENCE OF GSNAddress,


accessPointNameNI


[7] AccessPointNameNI OPTIONAL,


pdpType





[8] PDPType OPTIONAL,


servedIPCANBearerAddress
[9] PDPAddress OPTIONAL,


dynamicAddressFlag


[11] DynamicAddressFlag OPTIONAL,


listOfTrafficVolumes

[12] SEQUENCE OF ChangeOfCharCondition OPTIONAL,


recordOpeningTime


[13] TimeStamp,


duration




[14] CallDuration,


causeForRecClosing


[15] CauseForRecClosing,


diagnostics




[16] Diagnostics OPTIONAL,


recordSequenceNumber

[17] INTEGER OPTIONAL,


nodeID





[18] NodeID OPTIONAL,


recordExtensions


[19] ManagementExtensions OPTIONAL,


localSequenceNumber


[20] LocalSequenceNumber OPTIONAL,


apnSelectionMode


[21] APNSelectionMode OPTIONAL,


servedMSISDN



[22] MSISDN OPTIONAL,


chargingCharacteristics

[23] ChargingCharacteristics,


chChSelectionMode


[24] ChChSelectionMode OPTIONAL,


iMSsignalingContext


[25] NULL OPTIONAL,



servingNodePLMNIdentifier
[27] PLMN-Id OPTIONAL,


servedIMEISV



[29] IMEI OPTIONAL,


rATType





[30] RATType OPTIONAL,


mSTimeZone 




[31] MSTimeZone OPTIONAL,


userLocationInformation

[32] OCTET STRING OPTIONAL,


cAMELChargingInformation
[33] OCTET STRING OPTIONAL,

sGWChange




[34] SGWChange OPTIONAL
}

PGWRecord 
::= SET

{


recordType





[0] RecordType,



servedIMSI





[3] IMSI,


gWAddress





[4] GSNAddress,


chargingID





[5] ChargingID,


servingNodeAddress



[6] SEQUENCE OF GSNAddress,


accessPointNameNI



[7] AccessPointNameNI OPTIONAL,


pdpType






[8] PDPType OPTIONAL,


servedIPCANBearerPDPAddress

[9] PDPAddress OPTIONAL,


dynamicAddressFlag



[11] DynamicAddressFlag OPTIONAL,



recordOpeningTime



[13] TimeStamp,


duration





[14] CallDuration,


causeForRecClosing



[15] CauseForRecClosing,


diagnostics





[16] Diagnostics OPTIONAL,


recordSequenceNumber


[17] INTEGER OPTIONAL,


nodeID






[18] NodeID OPTIONAL,


recordExtensions



[19] ManagementExtensions OPTIONAL,


localSequenceNumber



[20] LocalSequenceNumber OPTIONAL,


apnSelectionMode



[21] APNSelectionMode OPTIONAL,


servedMSISDN




[22] MSISDN OPTIONAL,


chargingCharacteristics


[23] ChargingCharacteristics,


chChSelectionMode



[24] ChChSelectionMode OPTIONAL,


iMSsignalingContext



[25] NULL OPTIONAL,


externalChargingID



[26] OCTET STRING OPTIONAL,


servingNodePLMNIdentifier

[27] PLMN-Id OPTIONAL,


pSFurnishChargingInformation
[28] PSFurnishChargingInformation OPTIONAL,


servedIMEISV




[29] IMEI OPTIONAL,


rATType






[30] RATType OPTIONAL,


mSTimeZone 





[31] MSTimeZone OPTIONAL,


userLocationInformation


[32] OCTET STRING OPTIONAL,


cAMELChargingInformation

[33] OCTET STRING OPTIONAL,


listOfServiceData



[34] SEQUENCE OF ChangeOfServiceCondition OPTIONAL

}

…
------------------------------------------------------------------------------

--

--  PS DATA TYPES

--

------------------------------------------------------------------------------

AccessPointNameNI
::= IA5String (SIZE(1..63))


--


-- Network Identifier part of APN in  dot representation.


-- For example, if the complete APN is 'apn1a.apn1b.apn1c.mnc022.mcc111.gprs'


-- NI is 'apn1a.apn1b.apn1c' and is presented in this form in the CDR..


--

…

SGSNChange
::= BOOLEAN


--


-- present if first record after inter SGSN routing area update


-- in new SGSN


--

SGWChange
::= BOOLEAN


--


-- present if first record after inter S-GW change

--

TimeQuotaMechanism
::= SEQUENCE

{


timeQuotaType




[1] TimeQuotaType,


baseTimeInterval



[2] Integer

}

…

	End of modifications
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