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1
Decision/action requested

Approve the proposed changes on CDIV charging.
2
References

The draft version of the 3GPP TS 32.275-110  

3
Rationale

It is proposed to clarify the CDIV charging principles to avoid misunderstandings as currently it is not clearly stated how the charging should occur. In addition it is proposed to use the same terminology for the CDIV service as is used in the TS 24.604 specifying the CDIV service as it is confusing to use both the CDIV and the ECT terminology.
4
Detailed proposal

	1st Modified Section


5.1.1.1
CDIV charging
The Communications Diversion (CDIV) services enables the diverting user, to divert the communications addressed to the diverting user to another destination.
There are three actors active in a CDIV service of one diversion with the following roles:
·  Diverting user; the party that initiates the diversion of an incoming communication.
·  Originating user; the party which has initiated the communication and that stays in the communication which is diverted;
· Diverted to user;
In case there is another diversion, the user that was first the diverting user (user B), will be the originating user in the second diversion. The diverted to user of the first diversion (user C) will be the diverting user of the second diversion.
The charging of the diverting user for the B-C leg is measured by the SIP AS handling the CDIV service, i.e. by the SIP AS of the diverting user (user B). For the diverting user a separate charging dialog (online and/or offline charging) is needed. Charging of the originating and the terminating user (user C) is done in alignment with the TS 32.260 [2].

Typically the diverting user is charged for the forwarded leg (B-C leg), however, normal roaming charging principles apply for the diverted to user also in case of communication diversion. If there is another diversion, the user that performs the second diversion (user C) is charged (typically) for the new forwarded leg (C-D leg). 
Charging at the S-CSCF is done in alignment with the TS 32.260 but the S-CSCF has no knowledge of the CDIV service.
	End of modifications


