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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

3GPP
3rd Generation Partnership Project

ASN.1
Abstract Syntax Notation One

BD
Billing Domain

BER
Basic Encoding Rules

CS
Circuit Switched

CDCF
Charging Data Collection Function
CDIV
Communication Diversion
CDR
Charging Data Record

CGF
Charging Gateway Function

GPRS
General Packet Radio Service

IM
IP Multimedia

IMS
IM Subsystem

ISO
International Organisation for Standardisation
ITU
International Telecommunication Union

IP
Internet Protocol

LAN
Local Area Network

LCS
LoCation Service

MMS
Multimedia Messaging Service

MMTEL
MultiMedia Telephony
PER
Packed Encoding Rules

PS
Packet Switched

RDI
Restricted Digital Information

SCUDIF
Service Change and UDI/RDI Fallback

UDI
Unrestricted Digital Information

UMTS
Universal Mobile Telecommunications System

WLAN
Wireless LAN

XER
XML Encoding Rules

XML
eXtensible Mark-up Language
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5.1.4.x
MMTel CDR parameters

This clause contains the description of each of the CDR fields needed to support the charging of MMTel services as specified in TS 32.275 [35].
5.1.4.3.1 Service Type

This field identifies the MMTel supplementary service type as defined in TS 32.275 [35].

5.1.4.3.2 Number of Diversions

This field identifies the number of diversions related to a CDIV service as defined in TS 32.275 [35] and TS 24.604 [90]. When counting the number of diversions, all types of diversion are included.

	End of modifications
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