3GPP TSG-SA5 (Telecom Management)
S5-082120
Meeting SA5#62, 17-21 November 2008, Miami, USA

Source:
Huawei Technologies
Title:
Use case for Non-Automated Software Management
Document for:
Discussion and Approval
Agenda Item:
6.4.6 
1
Decision/action requested
Include proposed changes for draft 32.531
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3
Rationale

The non-automated software management for NE software is complementary to automated software management functionalities to provide additional flexibility to service providers. In non-automated software management, IRPManager can invoke the software management functionalities such as Download software, Install software, Activate software etc over Itf-N.

This contribution describes the use case for non-automated software management which can be used for managing network element software.
4
Detailed proposal

The following changes are proposed for draft TS 32.531:

	1st New Section


4.2.1.3.1
Use case Non-Automated Software Update

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Supply the latest applicable software to an eNodeB which is already running in the network.
	

	Actors and Roles (*)
	FFS
	

	Telecom resources
	The E-UTRAN/EPC network including its OSS.
	

	Assumptions
	IP network connectivity exists between the eNodeB and the IRPManager providing support for the non-automated software update process.
	

	Pre conditions
	FFS
	

	Begins when 
	NE software is identified and ready to be downloaded
	

	Step 1 (*) (M|O)
	[SU1A]  IRPManager initiates the download of NE software over Itf-N.
[SU1B]  The software is successfully downloaded into the eNodeB.

[SU2A]  IRPManager invokes the Install operation to install the downloaded software over Itf-N
[SU2B]  Software is successfully installed on the eNodeB.

[SU3A]  IRPManager invokes the Activate operation to activate the installed software over Itf-N 
[SU3B]  The SW is successfully activated on the eNodeB.
[SU4]    The inventory system in the OAM is informed that new software for this eNodeB is available.
[SU5] 
The network resource models visible over Itf-N are updated
	

	Step n (M|O)
	
	

	Ends when (*)
	Ends when software is successfully activated or when an exception occurs.
	

	Exceptions
	FFS.
	

	Post Conditions
	The eNodeB can use the new software.
	

	Traceability (*)
	
	


	End of modification
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