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Introduction
Objective: Update the definition of the Accessibility KPI in [1] with formulaes.

Summary of change: Add formulaes to item d) and measurements to item e) in section 6.1.1.1
References:

[1] 3GPP TS 32.450 V0.3.0 - Key Performance Indicators (KPI) for E-UTRAN: Definitions

[2] S5-082133 Accessibility update - KPI def
[3] S5-082134 EPS Bearer measurements for Accessibility KPI
[4] S5-082138 S1Sig measurements for Accessibility KPI
2
pCR to TS 32.450 v 0.3.0
	1st Modified Section


6.1.1.1
Definition

a)
E-UTRAN EPS Bearer Accessibility.

b)
 A KPI that shows how often an end-user is provided with an EPS bearer at request. 

c)
Success rate for EPS Bearers establishment. Successful attempts compared with total number of attempts.

d)
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e)

RRC.AttConnEstab.Cause

RRC.SuccConnEstab.Cause 

S1SIG.ConnEstab.Att

S1SIG.ConnEstab.Succ

SAEB.NbrAttEstabInit.QCI
SAEB.NbrSuccEstabInit.QCI
SAEB.NbrAttEstabAdd.QCI
SAEB.NbrSuccEstabAdd.QCI
f)
E-UTRAN 

g)
Accessibility

h)
Percentage

i)
RATIO

j)

The definition of the service provided by E-UTRAN is EPS bearers.
	End of modifications
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