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	1st Modified/New Section


7.2.24A
Cause-For-ACR-Closing AVP

The Cause-For-ACR-Closing AVP (AVP code xx) is of type Enumerated and includes why the ACR was closed.


Normal release






(0)


Abnormal release






(4)


Volume limit







(16)


Interim intervall






(17)


Max change conditions




(19)


Management intervention



(20)


RAT change







(22)


MS TimeZone change




(23)

	Next Modified Section


7.2.39A
Duration AVP

The Duration AVP (AVP code xxx) is of type Integer and indicates the duration since last interim ACR.

	Next Modified Section


7.2.48A
External-Charging-Identifier AVP

The External-Charging-Identifier AVP (AVP code xxx) is of type Octet String and can be used by external nodes to add en external charging identifer.

	Next Modified Section


7.2.106A
P-GW-Address AVP

The P-GW-Address AVP (AVP code xxx) is of type Address and holds the IP-address of the P-GW that was used during a report.

	Next Modified Section


7.2.124A
PS-Offline-Information AVP

The PS-Offline-Information AVP (AVP code xxx) is of type Grouped. Its purpose is to allow the transmission of additional PS offline chargingservice specific information elements. 

It has the following ABNF grammar:

PS-Information :: = 
< AVP Header: xxx>
   [ S-GW-Address ]
   [ P-GW-Address ]
   [ 3GPP-Charging-Id ]
   [ PDN-Connection-IPv4-Address ]
   [ PDN-Connection-IPv6-Address ]
.  [ Called-Station-Id ]
* [ Traffic-Data-Volumes ]
* [ Service-Data ]
   [ 3GPP-MS-TimeZone ]
   [ Duration ]
   [ Cause-For-ACR-Closing ]
   [ 3GPP-User-Location-Info ]
   [ 3GPP-Charging-Characteristics ]
   [ 3GPP-Selection-Mode ]
   [ External-Charging-Identifier ]
   [ 3GPP-RAT-Type ]
* [ Charging-Rule-Base-Name ] 
   [ PS-Furnish-Charging-Information ]

	Next Modified Section


7.2.146A
Served-Data AVP

The Service-Data- AVP (AVP code xxx) is of type Grouped and contains a conationer with flow based charging. 

It has the following ABNF grammar:

Service-Data :: = 
< AVP Header: xxx>
   [ Rating-Group ]
   [ Charging-Rule-Base-Name ]
   [ Result-Code ]
   [ Local-Sequence-Number ]
   [ Time-Of-First-Usage ]
   [ Time-Of-Last-Usage ]
   [ Time-Usage ]
   [ Service-Change-Condition ]
   [ QoS-Negotiated ]
   [ Data-Volume-Uplink ]
   [ Data-Volume-Downlink ]
   [ Time-Of-Report ]
   [ 3GPP-RAT-Type ]
   [ Faliure-Handling-Continue ]
   [ Service-Idnetifier ]
   [ PS-Furnish-Charging-Information ]
   [ AF-Record-Information ]
   [3GPP-User-Location-Info ]
   [ Event-Based-Charging-Charging-Information ]
   [ Time-Quota-Mechanism ]
* [ Service-Specific-Info ]
	Next Modified Section


7.2.149
Service-Information AVP

The Service-Information AVP (AVP code 873) is of type Grouped. Its purpose is to allow the transmission of additional 3GPP service specific information elements which are not described in this document.

It has the following ABNF grammar:

Service-Information :: = 
< AVP Header: 873>

[ Subscription-Id ]

[ PS-Information ]

[ WLAN-Information ]

[ IMS-Information ]

[ MMS-Information ]

[ LCS-Information ]

[ PoC-Information ]

[ MBMS-Information ]

[ SMS-Information ]

[ Service-Generic-Information ]
[ PS-Offline-Information ]
The format and the contents of the fields inside the Service-Information AVP are specified in the middle-tier documents which are applicable for the specific service. Note that the formats of the fields are service-specific, i.e. the format will be different for the various services.

The Subscription-Id AVP in Service-Information AVP is only used on the Rf interface.

Further fields may be included in the Service-Information AVP when new services are introduced. 

	Next Modified Section


7.2.153A
S-GW-Address AVP

The S-GW-Address AVP (AVP code xxx) is of type Address and holds the IP-address of the S-GW that was used during a report.

	Next Modified Section


7.2.174A
Traffic-Data-Volume AVP

The Traffic-Data-Volume AVP (AVP code xxx) is of type Grouped and contains a conationer with volume infromation on a IP-Can bearer. 

It has the following ABNF grammar:

Traffic-Data-Volume :: = 
< AVP Header: xxx>
   [ QoS-Requested ]
   [ QoS-Negotiated ]
   [ Data-Volume-Uplink ]
   [ Data-Volume-Downlink ]
   [ Change-Condition ]
   [ Change-Time ]
   [ Faliure-Handling-Continue ]
   [3GPP-User-Location-Info ]

	End of modifications
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