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1
Decision/action requested

The group is asked to discuss the proposed ANR requirements and introduce the agreed part into the draft TS 32.511.
2
References
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[2] S5-081554 “Requirements for interference control”, HUAWEI.
3
Rationale

In SA5#61, the meeting discussed [2] and agreed that inter cell interference coordination should be considered for interference control. 

Additional NR usages beyond HO (e.g. Interference Control or Load Balancing, currently deliberated in RAN3) are needed to be considered for management solution. This will include considerations for additional information/attributes/values included into the NR model, which support management of extended usages of a NR.

This contribution is to formalize the requirements for inter cell interference coordination by adding new content to the specification level requirements in [1].
4
Detailed proposal

Text Proposal for TS 32.511
	1st Modified Section


5.2.5.1
Automatic Neighbour Relation Management

REQ-ANR-CON-00x
Neighbour relations shall have a “No ICIC” attribute. If this attribute is “checked”, this eNodeB is prohibited from doing inter cell interference coordination from the source cell to the target cell of this relation. This attribute is managed over the management interface.
REQ-ANR-CON-00xa
An IRPManager shall be able to request that ICIC be allowed from source cell to target cell.  
REQ-ANR-CON-00xb
An IRPManager shall be able to request that ICIC be prohibited from source cell to target cell. 
REQ-ANR-CON-00xc
An IRPManager shall be able to request that ICIC be allowed from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as ICIC white-listing. 
REQ-ANR-CON-00xd
An IRPManager shall be able to request that ICIC be prohibited from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as ICIC black-listing.
REQ-ANR-CON-00xe
An IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to allow ICIC, prohibit ICIC, ICIC white-list and ICIC black-list. 
	End of 1st modifications


	2nd Modified Section


5.2.5.1
Automatic Neighbour Relation Management

REQ_NR_MGMT_x
An IRPManager shall be able to retrieve ANR related attribute values on cell level, identifying:

· Source cell & target cell

· NR status (locked, unlocked)

· HO status (allowed, disallowed)
· ICIC status (allowed, disallowed)
	End of 2nd modifications


