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1. Introduction

This paper proposes the get rid of the use of the word ‘NRT’ in TS 32.511.

Reason for change: With the use of the RAN3 defined “Neighbour cell Relation” (which is suggested to be abbreviated by S5-082040), the Requirement statements need not use the word ‘NRT’.

Summary of change(s): See section 2 below.

2. pCR to TS 32.511 V0.4.0

	
2nd Modified Section


4
Concepts and background
The ANR function in the eNodeB relates to the Use Cases Establishment of new eNodeB in network and Optimisation of the neighbourhood list in [32.816].
· For Establishment of new eNB in network. If the operator so chooses, the OAM system adds NRs before the eNB goes into operation.
· For Optimisation of the neighbourhood list, the ANR function deals with automatic NR additions and removals. It minimizes the need for planning and configuring NRs. If the operator so chooses, the OAM system adds or removes NRs after the eNB goes into operation.
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REQ-ANR-CON-004
NRs to E-UTRAN eNodeBs shall have a “No X2” attribute. If this attribute is “checked”, this eNodeB is prohibited from establishing/having (note 1) an X2 connection for this source cell to the target cell of this relation. This attribute is managed over the management interface.
REQ-ANR-CON-005
An IRPManager shall be able to add new NRs in the eNB.
REQ-ANR-CON-006
An IRPManager shall be able to remove NRs in the eNB. 
REQ-ANR-CON-007
An IRPAgent shall inform the IRPManager about changes to the NRs.

REQ-ANR-CON-008
A Searchlist is needed for each cell. The IRPManager should be able to configure the Searchlist.
REQ-ANR-CON-009
An IRPAgent shall inform the IRPManager about the newly added and removed NRs. 

	End of Modified Sections





