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1
Decision/action requested
Discussion and agreement on the RRC Connection Release related measurements to be part of the E-UTRAN performance measurements.
2
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3
Rationale
There is an accompanying use case paper in [1] that explains why the proposed measurements are needed.
4 Detailed proposal
To insert the following performance measurements into the draft TS [2].

------------------------------------ START OF TEXT PROPOSAL ------------------------------------

4.1
RRC connection related measurements
< text removed, add new text below at the end of section 4.1 >
4.1.2
RRC connection release
a) This measurement provides the number of RRC Connection Release procedures initiated by the eNodeB.  Separate counts are provided per cause value.
b) CC
c) Transmission of a RRC CONNECTION RELEASE message by the eNodeB to the UE.  Each RRC Connection Release message sent is added to the relevant per release cause measurement. The possible causes are included in TS 36.331 [8]. The sum of all supported per cause measurements shall equal the total number of RRC Connection Release messages sent.  In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RRC.ConnRel.Cause
where Cause identifies the release cause.
Causes values are: failure in initial security activation, other.

f) EutranCell

g) Valid for packet switched traffic

h) EPS
----------------------------- END OF TEXT PROPOSAL -----------------------------------------------------
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