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1
Decision/action requested

Concerning the AoC specification TS 32.280, the group should discuss the open issues and action points below. 
2
References

TS32.280-060 (S5-081811)
3
Rationale

The NNI charging items described in TS 29.658 are inherited from PSTN/ISDN. As part of the AoC WID, 3GPP investigated the AoC information mapping to NNI Charging Information Elements. This contribution provides some clarification on the open issues in Annex B.3.

The field “Charge unit time interval” described in TS 29658 is only applicable in conjunction with pulse based tariffs. 
The roles of Add-on charge and the Delay Until Start parameter are clarified and corrected.
CT3 shall NOT delete any items from TS 29.658.

4
Detailed proposal

The informative Annex B, section B.3, should be modified as follows:
B.3
AoC information mapping to NNI Charging Information

Herby is a conceptual mapping advising how to populate the incoming real time tariff information (as described in TS 29.658 [209]) to the AoC Information model.

Mapping concepts:

· Pulse based tariffs – Pulse based tariffs are translated to AoC Tariff with no Currency-Code (i.e. non-monetary format.) 
· Sub Tariff – Each sub tariff is mapped as a new Rate Element

· Delay Until Start – The ACF shall buffer the message and wait for the ‘start’ signal.
(NOTE: The Delay Until Start parameter in TS 29.658 [209] is not supported in this release.3GPP R8 and ffs.)
· An Add-on charge provides single additional cost information which does not change the current tariff. When an Add-on charge is received via RTTI, the add-on charge shall be considered in the resulting cost information.the ACF has to add this additional cost to the current cost information resulting from the current tariff.
· 
Data fields mapping:

	NNI Charging Information
	Mapping guidance

	Currency
	Currency_Code 

	Call attempt charge
	 Rating-Element with Unit_Type = MONEY.

	Call setup charge
	Rating-Element with Unit_Type = MONEY.

	Communication Charge
	Rating-Element with Unit_Type = TIME.

	  - Currency factor scale
	Cost_Value in a Rating-Element with Unit_Type = TIME.

	· Currency factor
	· Value-Digits 

	· Currency scale
	· Exponent 

	  - Charge unit time interval
	Unit-Value in a Rating-Element with Unit_Type = TIME. 
NOTE 1: this field is only used for non-monetary format. 
NOTE 2: A 50ms step support may not be supported in this release.


	  - Tariff duration
	Unit_Threshold in the Rating-Element as above

	Sub tariff control
	Periodic charge will be mapped to Rating-Element with no Unit_Threshold or Unit_Threshold > Unit_Value. One time charge will be mapped to Rating-element with Unit_Value = Unit_Threshold 

	Tariff switchover time
	Tariff_Switch_Time 







































































































































































