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1
Decision/action requested

The group is asked to discuss the proposed ANR requirement and document the agreed part into the TS32.511.
2
References

[1] TS32.511 v40 

3
Rationale

The ANR function is aimed to add/remove and modify the neighbour relation list within eNB in a automatic way.. 

The ANR function minimises the need for the operator for planning and configuring of neighbour relations. This also assumes that the information propagated by ANR function from the eNB over S and N interfaces is available in realtime (immediately) by EM and NM.   

In case that the new status of  neighbour relations are not available in EM or NM the KPIs calculated in these Nodes EM and NM may be affected and the information regarding the status of the network is not up to date..

Therefor we propose the following Requirement. 
REQ-ANR-CON-007b
An IRPAgent shall inform the IRPManager in realtime about attribute value changes of NRT attributes.

REQ-ANR-CON-009b
An IRPAgent shall inform the IRPManager in realtime about the newly added and removed neighbour relations. 

4 Detailed proposal
Vodafone proposes to add the following specification level requirements to [1].
	First modified section


5.2.5.1
Automatic Neighbour Relation Management
REQ-ANR-CON-007b
An IRPAgent shall inform the IRPManager in realtime about attribute value changes of NRT attributes.

REQ-ANR-CON-009b
An IRPAgent shall inform the IRPManager  in realtime about the newly added and removed neighbour relations. 

	End of modifications
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