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1
Decision/action requested

Discussion and agreement on the definitions of the EP modeling for E-UTRAN in E-UTRAN NRM IRP
2
References
[1] S5-080098 Add the end point modelling for reference point to TS 32.622 
[2] S5-080412 EP IOC modeling for ENBFunction (Ericsson)
[2] 3GPP TS 23.401
3
Background and Scope
The end point modeling approach for the E-UTRAN was agreed by [2], and the formal definitions are required in E-UTRAN NRM IRP.
And also the name of reference point are updated with latest name in [3].
4 Detailed proposal
	1st Modified Section


6.2
Class diagram

6.2.1
Attributes and relationships
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Figure 6.2.1.1: XXX
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Figure 6.2.1.2: XXX
Editor’s note: Figure 6.2.1.1 originates from contribution S5-081873r1. Figure 6.2.1.2 originates from contribution S5-081890. These figures should be merged.
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6.2.2
Inheritance
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Figure 6.2.2.1: E-UTRAN NRM Inheritance Hierarchy
	Next Modified Section


6.3.x
EP_S1-MME
6.3.x.1
Definition

This IOC represents an end point of the S1-MME reference point as defined in TS 23.401 [9].
6.3.x.2
Attributes

	Attribute Name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	farEndNeIpAddr
	O
	M
	-


6.3.x
EP_S1-U
6.3.x.1
Definition

This IOC represents an end point of the S1-U reference point as defined in TS 23.401 [9].
6.3.x.2
Attributes

	Attribute Name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	farEndNeIpAddr
	O
	M
	-


6.3.x
EP_X2
6.3.x.1
Definition

This IOC represents an end point of the X2 reference point as defined in TS 23.401 [9].
6.3.x.2
Attributes

	Attribute Name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	farEndNeIpAddr
	O
	M
	-


	Next Modified Section


6.5.1
Definition and legal values
	Attribute Name
	Definition
	Legal Values

	……
	
	

	farEndNeIpAddr
	The IP address(s) of the far end network entity to which the reference point is related.
	

	……
	
	


	End of modifications
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