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	New Section


4.35
Non-HSDPA setup

4.35.1
RB setup for non-HSDPA RBs
The three measurement types defined in this subclause are subject to the "2 out of 3 approach". They complement the measurements for HSDPA RB Setups in sections 4.22.2.1 – 4.22.2.3 of this specification. 
4.35.1.1
Attempted RB setups for Non-HSDPA RBs
a) This measurement provides the number of attempted radio bearer setups for Non-HSDPA RBs.
b) CC

c) On transmission by the RNC of a RRC message RADIO BEARER SETUP with the “Downlink transport channel type” set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to setup”; Or on transmission by the RNC of a RRC message RADIO BEARER RECONFIGURATION with “Downlink transport channel type” set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to reconfigure” if the previous “Downlink transport channel type” of this RB is not the “DCH,FACH,DSCH, or DCH+DSCH ”. See TS 25.331 [4].
d) A single integer value

e) NonHSDPA.AttRBSetup
f) UtranCellFDD 
UtranCellTDDLcr 
UtranCellTDDHcr
g) Valid for packet switched traffic

h) UMTS
4.35.1.2
Successful RB setups for Non-HSDPA RBs
a) This measurement provides the number of successful radio bearer setups for Non-HSDPA RBs.
b) CC

c) On receipt by the RNC of a RRC message RADIO BEARER SETUP COMPLETE, corresponding to the  transmission of the RRC message RADIO BEARER SETUP with the “Downlink transport channel type”  set to “DCH,FACH,DSCH, or DCH+DSCH” in the “RB mapping info” IE of the “RB information to setup”; Or on receipt by the RNC of a RRC message RADIO BEARER RECONFIGURATION COMPLETE, corresponding to the transmission of the RRC message RADIO BEARER RECONFIGURATION with “Downlink transport channel type” set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to reconfigure” if the previous “Downlink transport channel type” of this RB is not the “DCH,FACH,DSCH, or DCH+DSCH”. See TS 25.331 [4].

d) A single integer value

e) NonHSDPA.SuccRBSetup
f) UtranCellFDD 
UtranCellTDDLcr 
UtranCellTDDHcr
g) Valid for packet switched traffic

h) UMTS
4.35.1.3
Failed RB setups for Non-HSDPA RBs.
a) This measurement provides the number of failed radio bearer setups for Non-HSDPA RBs. The measurement is split into subcounters per cause.
b) CC

c) On receipt by the RNC of a RRC message RADIO BEARER SETUP FAILURE, corresponding to the  transmission of the RRC message RADIO BEARER SETUP with the “Downlink transport channel type”  set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to setup”; Or on receipt by the RNC of a RRC message RADIO BEARER RECONFIGURATION FAILURE, corresponding to the transmission of the RRC message RADIO BEARER RECONFIGURATION with “Downlink transport channel type” set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to reconfigure” if the previous “Downlink transport channel type” of this RB is not the “DCH,FACH,DSCH, or DCH+DSCH ”. Each failed RB setup for a Non-HSDPA RB is added to the relevant measurement according to the failure cause. Possible failure causes are included in TS 25.331 [4]. 

Each expected RRC message RADIO BEARER SETUP FAILURE, corresponding to the  transmission of the RRC message RADIO BEARER SETUP with the “Downlink transport channel type”  set to “DCH,FACH,DSCH, or DCH+DSCH” in the “RB mapping info” IE of the “RB information to setup”; Or RRC message RADIO BEARER RECONFIGURATION FAILURE, corresponding to the transmission of the RRC message RADIO BEARER RECONFIGURATION with “Downlink transport channel type” set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to reconfigure” if the previous “Downlink transport channel type” of this RB is not the “DCH,FACH,DSCH, or DCH+DSCH ” not received by the RNC is added to the measurement cause 'No Reply' (not specified in TS 25.331 [4]).

The sum of all supported per cause measurements shall equal the total number of failed RB setups for Non-HSDPA RBs. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form NonHSDPA.FailRBSetup.Cause
where Cause identifies the failure cause. 
The cause 'No Reply' is identified by the .NoReply suffix.
f) UtranCellFDD 
UtranCellTDDLcr 
UtranCellTDDHcr
g) Valid for packet switched traffic

h) UMTS
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