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1
Decision/action requested

Introduce the proposed text for Section 6.2 on update of the IP@ of the HNB
2
References

[1]
3GPP TR 32.821: "Study of Self-Organising Networks (SON) related OAM for Home NodeB (Release 8)"
[2] 3GPP S5-082488: “New WT-level WID on 3G Home NodeB OAM&P (Interface Type 1 Management”)

3
Rationale

HNB can be switched on off by the owner & physically there is no control over it. In such cisrumstances IP address will change & it becomes must for it to be informed to HMS. 
4
Detailed proposal

Text Proposal for TS 32.583
	1st Modified Section


6.2
HNB Registration

6.2.1 HNB IP address change procedure
In case for operational reasons the IPSec IP address of the HNB changes there is a need to update the TR069 manager with the new HNB IPSec IP address so that subsequent connection requested are valid. To this end the HNB shall establish a TR069 connection request to the Serving TR069 manager and use the inform method to update the IP@. The following flow dirgrams provides the details of this procedure flows.
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The basic steps for the IP@ update are as follows:

A. TR069 connection request is issued by the HNB to the TR069 as soon as possible following a change of the IPSec IP@ (the procedure for changing the IPSec IP@ are outside the scope of this document).

B. The HNB uses the Inform request method of TR069 to provide the TR069 manager with  the new IP@ of the HNB in conjunction with the HNB identity (manufacturer serial number)
C. The TR069 manager acknowledges the receipt of the new IP@ of the HNB.

	End of 1st modifications


























A. TR069 connection request originated by the HNB 





C. Inform response 


























B. Inform request (HNB identity, IP@) 
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