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1
Decision/action requested

To agree on proposal forTS 32.426 EPC measurements
2
References
S5-080623 SP-080061 WT WID on EPC Performance measurements (EPC-OAM) 
3
Rationale

According to EPC measurements draft skeletion and following definition method of exitsted measurements for EPS, TAU inter system related measurements for EPC are proposed. If detailed proposal is agreed then put in draft specification.
4 Detailed proposal
Detailed proposals are as following.

4 Measurements related to the MME
[…]
4.4
EPS-UMTS Intersystem Change

4.4.1
Inter system changes from EPS to UMTS
4.4.1.1
Attempted inter system changes from EPS to UMTS
a) Number of attempted inter system changes from EPS to UMTS.

b) CC.

c) Receipt of "TRACKING AREA UPDATE REQUEST" message from the UE, where the MME determines that it concerns an inter system changes from EPS to UMTS. (TS 24.301 [3]).

d) A single integer value.

e) ISYSC.AttEpsUmtsTau.

f) MMEFunction.

g) Valid for packet switching.

h) EPS.

4.4.1.2
Successful inter system changes from EPS to UMTS
a) Successful inter system changes from EPS to UMTS.

b) CC.

c) Transmission of "TRACKING AREA UPDATE ACCEPT" message to the UE (TS 24.301 [3]). Only the cases where this message is sent for "EPS to UMTS Change" are counted.

d) A single integer value.

e) ISYSC.SuccEpsUmtsTau.

f) MMEFunction.

g) Valid for packet switching.

h) EPS.

4.4.1.3
Failed inter system changes EPS to UMTS RAU, due to internal reasons

a) Number of failed inter system EPS to UMTS tracking area update, due to internal reasons.

b) CC.

c) "EPS to UMTS  Change" fails due to reasons located inside this MME:- internal resource problem- recovery- ...

d) A single integer value.

e) ISYSC.FailEpsUmtsTauInt.

f) MMEFunction.

g) Valid for packet switching.

h) EPS.
4.4.1.4
Failed inter system changes EPS to UMTS TAU, due to external reasons

a) Number of failed inter system EPS to UMTS TAU, due to external reasons.

b) CC.

c) "EPS to UMTS Intra MME Change" fails due to reasons located in NE outside this MME, such as abnormal (reject, failure,…)/missing responses from eNodeB, VLR, HLR, ...

d) A single integer value.

e) ISYSC.FailEpsUmtsRauExt.

f) MMEFunction.

g) Valid for packet switching.

h) EPS.

